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BREW GROUP OLD TYPE

Positions without LF code no.: upon request

<T1

BRUGNETTI-AURORA
T1>



Position LF code no. Description

2 <i 1250506 i> FILTER BLOCKING SPRING ø 9x14 mm

3 <i 1160516 i> WATER FILTER ø 11 mm

4 <i 1160515 i> FILTER HOLDER BUSHING

6 <i 1501541 i> NOZZLE M6x1 HOLE ø 0,8 mm

9 <i 3120034 i> FEMALE LARGE CONNECTOR

10 <i 1120101 i> 3-WAY SOLENOID VALVE PARKER 115V 50/60Hz

10 <i 1120102 i> 3-WAY SOLENOID VALVE LUCIFER 115V 60Hz

10 <i 1120330 i> 3-WAY SOLENOID VALVE LUCIFER 240V 50Hz

10 <i 1120335 i> 3-WAY SOLENOID VALVE PARKER 230V 50/60Hz

11 <i 1455034 i> CYLINDER HEAD SCREW M4x10

13 <i 1186015 i> COFFEE GROUP GASKET ø 78x42x2 mm

14 <i 1186098 i> COFFEE GROUP GASKET ø 78x43x2 mm

15 <i 1186466 i> O-RING GASKET 03181 EPDM

19 <i 1501014 i> GROUP SPRINKLER ø 30 mm M9.6x1

20 <i 1081026 i> SHOWER ø 56.5 mm

22 <i 1186711 i> FILTER HOLDER GASKET ø 72x56x9 mm

23 <i 1190011 i> PAPER SEAL ø 72x58x0.8 mm

24 <i 1190003 i> RUBBER SHIM ø 70x57x1 mm EPDM

25 <i 1160251 i> 1 CUP FILTER 6 g

26 <i 1160252 i> FILTER 2-CUP 12 g

27 <i 1160335 i> 1 CUP FILTER 7 g

28 <i 1160337 i> FILTER 2-CUP 14 g

29 <i 1160339 i> BLIND FILTER

30 <i 1250101 i> FILTER BLOCKING SPRING ø 1,00 mm INOX

31 <i 1165022 i> FILTER HOLDER COFFEE MACHINES

32 <i 1022503 i> STRAIGHT SINGLE SPOUT ø 3/8"

33 <i 1022502 i> DOUBLE SPOUT ø 3/8"

34 <i 1022501 i> SINGLE SPOUT ø 3/8"

35 <i 1241067 i> FILTER KNOB M12

36 <i 1186611 i> O-RING 02025 RED SILICONE

36 <i 1186612 i> O-RING 02025 VITON

37 <i 1241501 i> FILTER HOLDER HANDLE M12

37 <i 1241504 i> FILTER HOLDER HANDLE M12

<T1

BRUGNETTI-AURORA
T1>



BREW GROUP NEW TYPE

Positions without LF code no.: upon request

<T1

BRUGNETTI-AURORA
T1>



Position LF code no. Description

2 <i 1250506 i> FILTER BLOCKING SPRING ø 9x14 mm

3 <i 1160516 i> WATER FILTER ø 11 mm

4 <i 1160515 i> FILTER HOLDER BUSHING

5 <i 1501541 i> NOZZLE M6x1 HOLE ø 0,8 mm

10 <i 1186015 i> COFFEE GROUP GASKET ø 78x42x2 mm

10 <i 1186098 i> COFFEE GROUP GASKET ø 78x43x2 mm

11 <i 1186466 i> O-RING GASKET 03181 EPDM

13 <i 1190011 i> PAPER SEAL ø 72x58x0.8 mm

14 <i 1190003 i> RUBBER SHIM ø 70x57x1 mm EPDM

15 <i 1186711 i> FILTER HOLDER GASKET ø 72x56x9 mm

16 <i 1501014 i> GROUP SPRINKLER ø 30 mm M9.6x1

17 <i 1081026 i> SHOWER ø 56.5 mm

19 <i 1186611 i> O-RING 02025 RED SILICONE

19 <i 1186612 i> O-RING 02025 VITON

20 <i 1120101 i> 3-WAY SOLENOID VALVE PARKER 115V 50/60Hz

20 <i 1120102 i> 3-WAY SOLENOID VALVE LUCIFER 115V 60Hz

20 <i 1120330 i> 3-WAY SOLENOID VALVE LUCIFER 240V 50Hz

20 <i 1120335 i> 3-WAY SOLENOID VALVE PARKER 230V 50/60Hz

23 <i 1160251 i> 1 CUP FILTER 6 g

24 <i 1160252 i> FILTER 2-CUP 12 g

25 <i 1160335 i> 1 CUP FILTER 7 g

26 <i 1160337 i> FILTER 2-CUP 14 g

27 <i 1160339 i> BLIND FILTER

28 <i 1250101 i> FILTER BLOCKING SPRING ø 1,00 mm INOX

29 <i 1165088 i> FILTER HOLDER F/COFFEE MACHINES

30 <i 1241169 i> FILTER HOLDER HANDLE M12

31 <i 5051776 i> CAP CHROMED KNOB FILTER HOLDER

32 <i 1022502 i> DOUBLE SPOUT ø 3/8"

33 <i 1022501 i> SINGLE SPOUT ø 3/8"

50 <i 1069001 i> PLASTIC MEASURING SPOON 20 ml

51 <i 1069002 i> STAINLESS STEEL MEASURING SPOON 20 ml

52 <i 1384003 i> BLACK SHOWER CLEANING BRUSH

53 <i 1384002 i> BRUSH FOR MAINTENANCE

54 <i 1384001 i> BRUSH FOR COFFEE SHOWER

55 <i 1385002 i> NYLON COFFEE TAMPER ø 50/57 mm

56 <i 1385053 i> ANODIZED ALUMINIUM TAMPER ø 58 mm

57 <i 1385600 i> DYNAMOMETRIC MANUAL COFFEE TAMPER ø 57mm

<T1

BRUGNETTI-AURORA
T1>



TAPS AND LEVEL OLD TYPE

Positions without LF code no.: upon request

<T1

BRUGNETTI-AURORA
T1>



Position LF code no. Description

1 <i 1186316 i> EPDM FLAT GASKET ø 15x4x4 mm 60 SH

1 <i 1186527 i> FLAT EPDM GASKET ø 15x4x4 mm 80 SH

2 <i 3243086 i> O-RING 0117 EPDM

3 <i 1186236 i> O-RING 03043 VITON

4 <i 1449326 i> STAINLESS STEEL STEAM PIPE COMPL. ø 10 m

7 <i 1186044 i> COPPER FLAT GASKET ø 24x20x1 mm

9 <i 1186318 i> O-RING 03043 EPDM

11 <i 1186227 i> FLAT EPDM GASKET ø 21x11.5x5 mm

12 <i 1186090 i> LEVEL GLASS GASKET HOLDER

14 <i 1520501 i> LEVEL GLASS ø 12x175 mm

18 <i 1186314 i> PTFE FLAT GASKET ø 22x17x2 mm

19 <i 1186093 i> GASKET HOLDER FOR TAP

20 <i 1186316 i> EPDM FLAT GASKET ø 15x4x4 mm 60 SH

20 <i 1186527 i> FLAT EPDM GASKET ø 15x4x4 mm 80 SH

21 <i 1186091 i> LIP SEAL ø 15x8x4 mm

<T1

BRUGNETTI-AURORA
T1>



MISCELLANEOUS

Positions without LF code no.: upon request

<T1

BRUGNETTI-AURORA
T1>



Position LF code no. Description

1 <i 1755622 i> HEATING ELEMENT 2000W 220V

2 <i 3186006 i> ASBESTOS FREE FLAT GASKET ø 95x56x3 mm

3 <i 1755026 i> HEATING ELEMENT 2000W 230V

3 <i 1755134 i> HEATING ELEMENT 2400W 230V

4 <i 1186623 i> PTFE FLAT GASKET ø 53x43x3 mm

4 <i 1186633 i> FLAT CARBO GASKET ø 53x42x3 mm

4 <i 3186010 i> ASBESTOS FREE FLAT GASKET ø 54x42x2 mm

5 <i 1319551 i> PUSH-BUTTON PANEL 5 BUTTONS

7 <i 1319545 i> PUSH-BUTTON PANEL MEMBRANE 5 BUTTONS

10 <i 1186276 i> BOILER GASKET ø 210x150x3 mm

12 <i 1527030 i> DRAIN TANK

13 <i 1079002 i> MILK FROTHER STANDARD NYLON

14 <i 5048271 i> DOSING CONTROL BOX 2 GROUPS 230V

15 <i 5033337 i> DOSING CONTROL BOX  2 GROUPS 230V

16 <i 5032257 i> HEATING ELEMENT 3000W 230/400V

17 <i 1186634 i> TRIANGULAR GASKET FOR HEATING ELEMENT

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Boiler safety valves
T2>

<|

1 5 1 5 1 1 0
|>

BO IL ER  VA L VE ø  1/2 "M  1 .8 bar C E-PE D
<|

1 5 2 3 5 3 4
|>

BO IL ER  VA L VE ø  1/4 "M
calibration pressure 1.8 bar stainless steel - new model

 steam outlet capacity 6.3 Kg/h  internal PTFE coating - or viton

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000634

<|

1 5 2 3 5 3 7
|>

BO IL ER  VA L VE ø  1/4 "M
<|

1 5 2 3 5 3 8
|>

BO IL ER  VA L VE ø  1/4 "M
stainless steel - old model made of brass

 or viton  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 5 1 5 1 0 0
|>

BO IL ER  VA L VE ø  3/8 "M  1 .8 bar C E-PE D
<| |>

calibration pressure 1.8 bar
 steam outlet capacity 6.3 Kg/h  

    

BRUGNETTI-AURORA  

<T2

Booster pumps
T2>

<|

1 3 3 0 1 0 1
|>

R OT A R Y VA N E P UM P  R OT OFL O W  ø 3 /8 " NP T
<|

1 3 3 0 1 0 2
|>

R OT A R Y VA N E P UM P  R OT OFL O W  ø 3 /8 " NP T
flange connection flange connection

 flowrate 100 L/h  flowrate 200 L/h
 with balanced by-pass  with balanced by-pass
 fitting ø 3/8" conical NPT  fitting ø 3/8" conical NPT
 N.S.F. approved  N.S.F. approved
 PUMP VERSION ECO-BRASS  PUMP VERSION ECO-BRASS
 BRASS CW510L LEAD <=0.2%  BRASS CW510L LEAD <=0.2%

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Brushes
T2>

<|

1 3 8 4 0 2 3
|>

BR U SH  FO R C L EA N IN G  5 0  m m
<|

1 3 8 4 0 0 1
|>

BR U SH  FO R C O FFEE S H OW ER

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 3 8 4 0 0 2
|>

BR U SH  FO R M A IN T EN AN C E
<|

1 3 8 4 0 1 4
|>

BR U SH  FO R S H OW ER  R ED

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Cappuccino makers - Cappuccinatore
T2>

<|

1 0 7 9 0 0 2
|>

M IL K  FRO TH ER  S TA N D A RD  NY LO N
<| |>

    

BRUGNETTI-AURORA  LAV2012  

<T2

Coffee filters
T2>

<|

1 1 6 0 3 3 9
|>

BL IN D  FILT ER
<|

1 1 6 0 2 5 2
|>

FILT ER  2-C U P  1 2  g

    

BRUGNETTI-AURORA  000034  BRUGNETTI-AURORA  000033.2

<|

1 1 6 0 3 3 7
|>

FILT ER  2-C U P  1 4  g
<|

1 1 6 0 2 8 2
|>

FILT ER  2-C U P  1 4  g - C O ST  EFFEC T IV E

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

5 0 6 4 9 6 9
|>

FILT R O C A P SU L E EP -F AP  S UP ER  EM U LS IO N E
<|

1 1 6 0 2 5 1
|>

1  C U P  FIL TER  6  g
adattatore per capsule singola dose

 completo di valvola interna a pressione  
 per rendere cremoso il prodotto in tazza  
 da abbinare al portafiltro senza fondo specifico  
 per la marca della macchina  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000033.1

<|

1 1 6 0 3 3 5
|>

1  C U P  FIL TER  7  g
<|

1 1 6 0 2 8 1
|>

1 -C U P FIL TER  7  gr - B A SIC  QU A L IT Y

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Coffee groups
T2>

<|

1 1 6 0 5 1 5
|>

FILT ER  HO L D ER  B US H IN G
<| |>

for brew group

    

BRUGNETTI-AURORA  000178  

<T2

Coffee measuring spoons
T2>

<|

1 0 6 9 0 0 1
|>

P LA S TIC  M EA SU R IN G  SP O ON  2 0  m l
<|

1 0 6 9 0 0 2
|>

S TA IN L ESS  ST EEL  M EA S U RIN G S P OO N  2 0  m l

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Drain hoses
T2>

<|

1 4 4 9 2 7 0
|>

D R A IN  P IP E EL IS P IR  ø 1 2 x1 8  m m  - 3 0  m
<|

1 4 4 9 6 7 0
|>

D R A IN  P IP E EL IS P IR  ø 1 2 x1 8  m m  - 5  m
alimentary alimentary

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 4 4 9 2 7 1
|>

D R A IN  P IP E EL IS P IR  ø 1 4 x2 0  m m  - 3 0  m
<|

1 4 4 9 6 7 1
|>

D R A IN  P IP E EL IS P IR  ø 1 4 x2 0  m m  - 5  m
alimentary alimentary

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 4 9 2 7 2
|>

D R A IN  P IP E EL IS P IR  ø 1 6 x2 3  m m  - 3 0  m
<|

1 4 4 9 6 7 2
|>

D R A IN  P IP E EL IS P IR  ø 1 6 x2 3  m m  - 5  m
alimentary alimentary

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 4 9 2 7 3
|>

D R A IN  P IP E EL IS P IR  ø 1 8 x2 5  m m  - 3 0  m
<|

1 4 4 9 6 7 3
|>

D R A IN  P IP E EL IS P IR  ø 1 8 x2 5  m m  - 5  m
alimentary alimentary

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 4 9 2 7 4
|>

D R A IN  P IP E EL IS P IR  ø 2 0 x2 7  m m  - 3 0  m
<|

1 4 4 9 6 7 4
|>

D R A IN  P IP E EL IS P IR  ø 2 0 x2 7  m m  - 5  m
alimentary alimentary

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 4 9 2 5 5
|>

O UT L ET H OS E EL IS PIR  ø 2 5 x3 3  m m
<|

1 4 4 9 2 5 6
|>

O UT L ET H OS E EL IS PIR  ø 3 0 x3 8  m m
sold per meter sold per meter

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Drain tanks
T2>

<|

1 5 2 7 0 3 0
|>

D R A IN  TA N K
<| |>

    

BRUGNETTI-AURORA  000353  

<T2

Electronic boxes
T2>

<|

5 0 6 5 8 8 6
|>

C O N TR OL  BO X D OS IN G  1  G R OU P  2 3 0 V
<|

5 0 3 3 3 3 7
|>

D O SING  C O N TR O L BO X   2  G R OU P S 2 3 0 V
for Coffee machine (BRUGNETTI-AURORA) VIOLA for Coffee machine (BRUGNETTI-AURORA) C

    

BRUGNETTI-AURORA  600.9.9.06.30 G  BRUGNETTI-AURORA  88.1.13.01

<|

5 0 4 8 2 7 1
|>

D O SING  C O N TR O L BO X  2  G R OU P S 2 3 0 V
<| |>

for Coffee machine (BRUGNETTI-AURORA) ALEXIA

    

BRUGNETTI-AURORA  550.9.5.25.02  

<T2

Filter holder gaskets
T2>

<|

1 1 8 6 7 1 1
|>

FILT ER  HO L D ER  G A S KET  ø 7 2 x56 x9  m m
<| |>

4 external cuts
 for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C  

    

BRUGNETTI-AURORA  000177  

<T2

Filter holders for coffee machines
T2>

<|

1 1 6 5 1 6 2
|>

BA R L EY/C O FFEE P OD S FILT ER  HO L D ER
<|

1 1 6 5 1 8 3
|>

BO TT OM L ESS  FIL T ER H O LD ER FA EM A
wings 6.5 mm wings 7.2 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 1 6 5 0 2 2
|>

FILT ER  HO L D ER  C OFFE E M A C H INES
<|

1 1 6 5 0 8 8
|>

FILT ER  HO L D ER  F /C OF FEE M AC HIN ES
spout connection ø 3/8" - handle connection M12 spout connection ø 3/8"- knob connection M12

 wings 7 mm  blades 6.6 mm
 for Coffee machine (BRUGNETTI-AURORA)  

    

BRUGNETTI-AURORA  000047  BRUGNETTI-AURORA  000047.57

<|

5 0 8 3 6 0 5
|>

P OR T A FIL TR O  C A PS U LE L A VA Z ZA  VA R I M A R C H I
<|

5 0 8 5 6 6 9
|>

P OR T A FIL TR O  SEN ZA  FO ND O V A RI M AR C H I
alette 7,2 mm alette 7,2 mm

 per capsule singole lavazza blue  adattabile per macchine BRASILIA
  adattabile per macchine BRUGNETTI-AURORA
  adattabile per macchine CASADIO
  adattabile per macchine ECM
  adattabile per macchine FAEMA
  adattabile per macchine FUTURMAT-ARIETE
  adattabile per macchine GRIMAC

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Filter locking springs
T2>

<|

1 2 5 0 1 0 1
|>

FILT ER  BLO C K IN G  SP R IN G  ø 1 ,0 0  m m  INO X
<|

1 2 5 0 3 3 8
|>

FILT ER  LO C K IN G  S P R IN G ø  1 .4 0  m m  ST .ST EEL

    

BRUGNETTI-AURORA BRUGNETTI-AURORA  000724  BRUGNETTI-AURORA

<|

1 2 5 0 0 0 2
|>

S /ST EEL  F IL TER  L OC K ING  SP R IN G  ø 1 .2 0  m m
<|

1 2 5 0 3 3 3
|>

S PR ING  FIL T ER  B LO C K  ø 1 .3 0  m m  S T.S TEEL

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Filters
T2>

<|

1 1 6 0 5 1 6
|>

W A TE R FILT ER  ø 1 1  m m
<| |>

    

BRUGNETTI-AURORA  000179  

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Flowmeters
T2>

<|

1 4 5 5 0 3 3
|>

C O N NEC TO R FE M A L E SM A L L
<|

3 4 5 5 3 3 3
|>

C O VER -H EA D  FOR  V OL U M ET R IC  FL O W  M E TER  L ED
for volumetric flowmeter

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 5 5 0 3 2
|>

IM P EL LE R G IC A R
<|

1 4 5 5 0 6 7
|>

VO L UM ET R IC  FL O W  M E TER  G IC A R
connections ø 1/4"FF - orifice 1.15 mm - NSF

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000601

<T2

Gaskets and seals
T2>

<|

3 1 8 6 1 3 8
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 3 0 x2 1 x2  m m
<|

3 1 8 6 0 1 0
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 5 4 x4 2 x2  m m

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000306A BRUGNETTI-AURORA  000308.A

<|

3 1 8 6 0 0 6
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 9 5 x5 6 x3  m m
<|

1 1 8 6 6 1 9
|>

C O P PER  FL A T G A SK ET  ø 1 8 x1 4 x1 .5  m m
for heating element

    

BRUGNETTI-AURORA  000306.A BRUGNETTI-AURORA  000308A  BRUGNETTI-AURORA

<|

1 1 8 6 6 2 0
|>

C O P PER  FL A T G A SK ET  ø 2 2 x1 7 x1 .5  m m
<|

1 1 8 6 0 4 4
|>

C O P PER  FL A T G A SK ET  ø 2 4 x2 0 x1  m m

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000219

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 1 8 6 8 2 3
|>

C O P PER  FL A T G A SK ET  ø 2 7 x2 1 .5 x1  m m
<|

1 1 8 6 3 1 6
|>

EP D M  FL AT  G AS K ET ø  1 5 x4 x4 m m  6 0  SH

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000213

<|

1 1 8 6 6 3 3
|>

FL A T C A R BO  GA S KE T ø 5 3 x4 2 x3  m m
<|

1 1 8 6 5 2 7
|>

FL A T EP D M  G AS K ET ø  1 5 x4 x4 m m  8 0  SH
universal carbo

 for heating element  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000213

<|

1 1 8 6 3 1 4
|>

P TFE FL A T  G A S KET  ø 2 2 x17 x2  m m
<|

1 1 8 6 3 2 3
|>

P TFE FL A T  G A S KET  ø 2 4 x18 x2  m m

    

BRUGNETTI-AURORA  000466 BRUGNETTI-AURORA  000501  BRUGNETTI-AURORA  000049

<|

1 1 8 6 6 2 3
|>

P TFE FL A T  G A S KET  ø 5 3 x43 x3  m m
<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
for heating element for heating element

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 1 8 6 5 3 8
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
<|

1 1 8 6 6 2 1
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
free of asbestos universal carbo

 dimensions 80x80x2 mm - internal hole 40 mm  dimensions 80x80x3 mm - internal hole 40 mm
  distance between the holes 57 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 1 8 6 6 3 4
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
<| |>

PTFE
 dimensions 80x80x3 mm - internal hole ø 40 mm  
 distance between the holes 58 mm  

    

BRUGNETTI-AURORA  000308.F  

<T2

Gaskets for coffee group
T2>

<|

1 1 8 6 0 1 5
|>

C O FFEE G R OU P  GA S KET  ø 7 8 x4 2 x2  m m
<|

1 1 8 6 0 9 8
|>

C O FFEE G R OU P  GA S KET  ø 7 8 x4 3 x2  m m
free of asbestos universal carbo

 for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C  for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C

    

BRUGNETTI-AURORA  000460  BRUGNETTI-AURORA  000460

<T2

Gaskets for coffee machine boiler
T2>

<|

1 1 8 6 2 7 6
|>

BO IL ER  GA S KE T ø 2 1 0 x1 5 0 x3  m m
<| |>

universal carbo - 10 holes

    

BRUGNETTI-AURORA  000458A  

<T2

Handles for filterholder-portafilter
T2>

<|

5 0 5 1 7 7 6
|>

C A P  C H R OM ED  K NO B FILT ER  HO L D ER
<|

1 2 4 1 5 0 2
|>

FILT ER  HO L D ER  H A N D L E M 1 0
mounting hole ø 18 mm

    

BRUGNETTI-AURORA  000044.57  BRUGNETTI-AURORA

<|

1 2 4 1 1 6 9
|>

FILT ER  HO L D ER  H A N D L E M 1 2
<|

1 2 4 1 5 0 1
|>

FILT ER  HO L D ER  H A N D L E M 1 2

    

BRUGNETTI-AURORA  000043.57  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 2 4 1 5 0 4
|>

FILT ER  HO L D ER  H A N D L E M 1 2
<|

1 2 4 1 2 6 9
|>

FILT ER  HO L D ER  K N OB  M 1 0

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 1 4 1 0 0 6
|>

FILT ER  HO L D ER  K N OB  M 1 0  S OFT
<|

1 1 4 1 0 0 7
|>

FILT ER  HO L D ER  K N OB  M 1 2 4  S OFT

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 2 4 1 0 6 7
|>

FILT ER  KN OB  M 1 2
<|

5 0 5 1 7 5 1
|>

FILT ER HO L D ER  KN OB  W HITE  M 1 0

    

BRUGNETTI-AURORA  000043  BRUGNETTI-AURORA

<|

1 1 4 1 0 0 4
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 0  W A LN U T W O O D
<|

5 0 8 3 5 1 5
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 0  W A LN U T W O O D

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 1 4 1 0 0 3
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 2  W A LN U T W O O D
<|

5 0 5 5 9 8 3
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 2  W A LN U T W O O D

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

5 0 5 4 5 0 5
|>

K NO B F.FILT ER H OL D ER  M 12  R ED  P O LISH ED
<|

1 2 4 1 5 0 5
|>

K NO B FILT ER  HO L D ER  M 1 0

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

5 0 5 4 5 0 6
|>

R ED  FILT ER  H O LD ER K N OB  M 1 0  P OL ISH ED
<|

5 0 5 1 1 0 2
|>

W H IT E FIL T ER H O LD E R K N OB M 1 2

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Heating elements
T2>

<|

1 7 5 5 6 2 2
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 2 0 V
<|

3 1 8 6 0 0 6
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 9 5 x5 6 x3  m m
immersed length 230 mm - 4 poles for heating element

 distance between the holes 54 mm  
 flange ø 90 mm  
 for coffee machines with 1 group  

    

BRUGNETTI-AURORA  000644  BRUGNETTI-AURORA  000306.A BRUGNETTI-AURORA  000308A

<|

1 7 5 5 0 2 6
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 1 8 6 0 1 0
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 5 4 x4 2 x2  m m
immersed length 175 mm - 2 poles

 connection ø 1"1/4  
 for coffee machines with 1 group  

    

BRUGNETTI-AURORA  000303  BRUGNETTI-AURORA  000306A BRUGNETTI-AURORA  000308.A

<|

1 1 8 6 6 3 3
|>

FL A T C A R BO  GA S KE T ø 5 3 x4 2 x3  m m
<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
universal carbo for heating element

 for heating element  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 7 5 5 1 3 4
|>

H EA TING  EL EM EN T 2 4 0 0 W  2 3 0 V
<|

3 1 8 6 0 1 0
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 5 4 x4 2 x2  m m
immersed length 240 mm - 4 poles

 connection ø 1"1/4  
 for 2 groups coffee machines  

    

BRUGNETTI-AURORA  000304  BRUGNETTI-AURORA  000306A BRUGNETTI-AURORA  000308.A

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:
<|

1 1 8 6 6 3 3
|>

FL A T C A R BO  GA S KE T ø 5 3 x4 2 x3  m m
<|

1 1 8 6 6 2 3
|>

P TFE FL A T  G A S KET  ø 5 3 x43 x3  m m
universal carbo for heating element

 for heating element  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

5 0 3 2 2 5 7
|>

H EA TING  EL EM EN T 3 0 0 0 W  2 3 0 /4 0 0 V
<|

1 1 8 6 5 3 8
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
immersed length 305 mm - 6 poles free of asbestos

 distance between fixing holes 58 mm  dimensions 80x80x2 mm - internal hole 40 mm
 with bulb holder - flange 77x77 mm  
 for 2 group coffee machines  
 for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C  

    

BRUGNETTI-AURORA  000645.F  BRUGNETTI-AURORA

<|

1 1 8 6 6 2 1
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
<|

1 1 8 6 6 3 4
|>

T RIA NG U L AR  G A SK ET  F OR  H EA TING  EL EM ENT
universal carbo PTFE

 dimensions 80x80x3 mm - internal hole 40 mm  dimensions 80x80x3 mm - internal hole ø 40 mm
 distance between the holes 57 mm  distance between the holes 58 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000308.F

<T2

Injectors
T2>

<|

1 5 0 1 5 4 1
|>

N OZ ZL E M 6x1  H OL E ø 0 ,8  m m
<| |>

for brew group
 for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C  

    

BRUGNETTI-AURORA  000184  

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

1 4 5 5 0 3 4
|>

C YL IND E R H EA D  S C R EW  M 4 x1 0
<|

5 0 5 7 0 5 4
|>

C YL IND E R H EA D  S C R EW  M 6 x1 6
stainless steel - with hexagon socket stainless steel - with hexagon socket

 UNI 5931 - DIN 912 - ISO 4762  UNI 5931 - DIN 912 - ISO 4762

    

BRUGNETTI-AURORA  02.2101.04.10  BRUGNETTI-AURORA  02.2102.06.16

<|

3 5 2 8 0 8 8
|>

H EXA G O N H EA D  S C R EW  M 8 x2 0
<| |>

stainless steel - UNI 5739 - DIN 933 - ISO 4017

    

BRUGNETTI-AURORA  02.2100.08.20  

<T2

Knobs
T2>

<|

1 2 4 1 3 8 6
|>

W A TE R/ST EA M  T A P K N OB
<| |>

fine thread
 for Coffee machine (BRUGNETTI-AURORA) C  

    

BRUGNETTI-AURORA  000222  

<T2

Level gauges
T2>

<|

1 5 2 0 5 0 1
|>

L EVEL  G LA S S ø 1 2 x1 7 5  m m
<|

1 1 8 6 0 9 0
|>

L EVEL  G LA S S G A SK ET  H O LD ER

    

BRUGNETTI-AURORA  000319  BRUGNETTI-AURORA  000506

<T2

Level sensors
T2>

<|

1 3 4 1 7 5 1
|>

L EVEL  P RO BE ø  1/4 "M -1 5 0  m m
<| |>

for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C

    

BRUGNETTI-AURORA  000436  

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Lip seals
T2>

<|

1 1 8 6 0 9 1
|>

L IP  SEA L  ø 1 5 x8 x4  m m
<|

1 1 8 6 0 9 5
|>

L IP  SEA L  ø 1 5 x9 x5  m m

    

BRUGNETTI-AURORA  000497  BRUGNETTI-AURORA

<|

1 1 8 6 8 1 6
|>

L IP  SEA L  ø 5 0 x3 8 x7 .5  m m
<|

1 1 8 6 8 1 7
|>

L IP  SEA L  ø 5 1 x3 8 x7 .5  m m

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Nozzles for coffee groups
T2>

<|

1 5 0 1 0 1 4
|>

G R OU P  SP R IN KL ER  ø 3 0  m m  M 9 .6 x1
<| |>

hole M5
 for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C  

    

BRUGNETTI-AURORA  000183  

<T2

O-Ring and ORM gaskets
T2>

<|

1 1 8 6 4 6 6
|>

O -R ING  G A SK ET 0 3 1 8 1  EP D M
<|

3 0 6 0 6 0 8
|>

O -R ING  O 30 5 0  EP D M
for coffee group flange

    

BRUGNETTI-AURORA  000962  BRUGNETTI-AURORA

<|

1 1 8 6 8 0 5
|>

O -R ING  0 1 1 5  EPD M
<|

3 2 4 3 0 8 6
|>

O -R ING  0 1 1 7  EPD M

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000215

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 1 8 6 6 1 1
|>

O -R ING  0 2 0 2 5  RED  SIL IC ON E
<|

1 1 8 6 6 1 2
|>

O -R ING  0 2 0 2 5  VITO N

    

BRUGNETTI-AURORA  07.0610.05.80  BRUGNETTI-AURORA

<|

1 1 8 6 7 1 7
|>

O -R ING  0 2 0 3 1  VITO N
<|

1 1 8 6 6 3 1
|>

O -R ING  0 2 1 1 2  VITO N

    

BRUGNETTI-AURORA  09.0059  BRUGNETTI-AURORA

<|

1 1 8 6 3 1 8
|>

O -R ING  0 3 0 4 3  EPD M
<|

1 1 8 6 2 3 6
|>

O -R ING  0 3 0 4 3  VITO N

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  07.0610.08.30

<T2

Paper seals
T2>

<|

1 1 9 0 0 1 1
|>

P A PE R S EA L ø  7 2x5 8 x0 .8  m m
<| |>

    

BRUGNETTI-AURORA  000177.S  

<T2

Pressure gauges
T2>

<|

1 2 4 5 5 0 7
|>

BO IL ER  PR ES SU R E G A UG E ø 5 2  m m  0÷ 3  bar
<|

1 2 4 5 5 0 2
|>

BO IL ER -PU M P  PR ES SU R E GA U G E ø 6 0  m m
single scale 0÷3 bar - connection ø 1/4"M double scale 0÷2.5/0÷16 bar - connections ø 1/8"M

 frame ø 57 mm - case ø 52 mm  rim ø 65 mm - body ø 60 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 2 4 5 5 0 3
|>

BO IL ER -PU M P  PR ES SU R E GA U G E ø 6 0  m m
<|

1 2 4 5 5 0 4
|>

BO IL ER -PU M P  PR ES SU R E GA U G E ø 6 0  m m
double scale 0÷2.5/0÷15 bar - connections ø 1/8"M double scale 0÷2.5/0÷16 bar - fittings ø 1/8"M

 rim ø 65 mm - body ø 60 mm  frame ø 65 mm - case ø 60 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 2 4 5 5 3 2
|>

BO IL ER -PU M P  PR ES SU R E GA U G E ø 6 3  m m
<| |>

double scale 0÷2.5/0÷15 bar - connections ø 1/8"M
 rim ø 70 mm - body ø 63 mm  

    

BRUGNETTI-AURORA  

<T2

Pressure switches
T2>

<|

1 3 2 0 5 3 3
|>

M EM BR A NE K IT  FO R P R ESS U RE  S W ITC H
<|

1 3 2 0 5 4 1
|>

P R ESS UR E S W IT C H  PA R K ER
model P302-6 ø 55 mm CEI-UL approved

  connection ø 1/4"
  scale 0.5÷1.4 bar
  differential 0.18÷0.03 bar
  maximum pressure 2.1 bar
  maximum temperature 140°C

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 3 2 0 5 3 1
|>

P R ESS UR E S W IT C H  P3 0 2 /6  3 -P OL ES  3 0 A
<| |>

CE-SEV-ASE-UL approved
 ISO 228 G connection 1/4"M for pipe ø 4x6 mm  
 adjustable scale 0.5÷1.4 bar  
 fixed differential 0.15 (± 0.06) bar  
 fluid temperature max :140°C  
 max contact  load : 220V  7KW (30A)  
 400V 12KW (30A)  

    

BRUGNETTI-AURORA  000399  

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Rubberpieces for steam-water taps
T2>

<|

1 1 8 6 3 3 9
|>

BU R N P R EV ENT IN G  PIP E HA N D G R IP  ø 8  m m
<| |>

    

BRUGNETTI-AURORA  

<T2

Seals for level glasses
T2>

<|

1 1 8 6 2 2 7
|>

FL A T EP D M  G AS K ET ø  2 1 x1 1 .5 x5  m m
<| |>

for level glass

    

BRUGNETTI-AURORA  000464  

<T2

Shower screens for brew group
T2>

<|

1 0 8 1 6 0 3
|>

P R EC IS IO N  SH OW E R N A N OT EC  ø 5 6 .5  m m
<|

1 4 6 0 2 0 4
|>

P R EC IS IO N  SH OW E R S C R EEN  ø 5 6 .5  m m
rivestimento antiaderente in NANOQUARZO central hole 6 mm - 98 holes ø 3 mm

 aumenta la resistenza a corrosione  Aisi 316 stainless steel - food-safe certified
 e da attacco chimico  integrated membrane 200 µM
 foro centrale 6 mm - 98 fori ø 3 mm  for Coffee machine (BRUGNETTI-AURORA)
 acciaio Aisi 316 - certificata alimentare  
 membrana integrata 200 µm  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 4 6 0 2 0 9
|>

P R EC IS IO N  SH OW E R S C R EEN  ø 5 7 .5  m m
<|

1 0 8 1 0 2 6
|>

S HO W ER  ø 5 6 .5  m m
central hole 6 mm - 112 holes ø 2 mm for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C

 Aisi 304 stainless steel - food-safe certified  
 wire diaphragm 35 µM  
 for Coffee machine (BRUGNETTI-AURORA)  

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000182

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 0 8 1 0 0 3
|>

S HO W ER  SC R EEN  ø 5 7 .5  m m
<| |>

    

BRUGNETTI-AURORA  

<T2

Solenoid valves
T2>

<|

1 1 2 0 3 3 2
|>

C O IL  L UC IFER /P A RK ER  2 2 0 /2 4 0 V 9 W  5 0 H z
<|

3 1 2 0 0 3 2
|>

C O IL  P A RK ER  ZB0 9  9 W  2 2 0 /2 4 0 V 5 0 /6 0 H z
width 32 mm - height 38 mm width 34 mm - height 33 mm

 length 43 mm  length 43 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

3 1 2 0 0 3 4
|>

FEM A L E LA R G E C ON N EC T OR
<|

1 1 2 0 8 0 9
|>

S OL EN OID  VA L VE O D E 3  W A YS  2 3 0 V  8 W
for coils RUBY seal - orifice ø 1.5 mm

  TAPERED fitting
  with coil B0108223DS 220/230V 50/60Hz 8W
  fluid temperature -40°C +180°C

    

BRUGNETTI-AURORA  000564  BRUGNETTI-AURORA

<|

1 1 2 0 1 0 2
|>

3 -W A Y SO L ENO ID  VA L VE L UC IFER  1 1 5 V 6 0 H z
<| |>

E131F4304 - drain ø 1/8" conical - max 10 bar
 RUBY seal - orifice ø 1.5 mm  
 with coil 483510S5 9W 110/115/120V 50/60Hz  
 fluid temperature -40°C+140°C  

    

BRUGNETTI-AURORA  000191.UL.110  

<|

1 1 2 0 3 3 0
|>

3 -W A Y SO L ENO ID  VA L VE L UC IFER  2 4 0 V 5 0 H z
<|

1 1 2 0 3 3 2
|>

C O IL  L UC IFER /P A RK ER  2 2 0 /2 4 0 V 9 W  5 0 H z
E131F4304 - drain ø 1/8" conical - max 10 bar width 32 mm - height 38 mm

 RUBY seal - orifice ø 2.5 mm  length 43 mm
 with coil 483510S6 9W 220/240V 50/60Hz  
 fluid temperature -40°C+140°C  

    

BRUGNETTI-AURORA  000191  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<|

1 1 2 0 1 0 1
|>

3 -W A Y SO L ENO ID  VA L VE P A RK ER  1 1 5 V 5 0 /6 0 H z
<|

1 1 2 0 3 3 5
|>

3 -W A Y SO L ENO ID  VA L VE P A RK ER  2 3 0 V 5 0 /6 0 H z
VE128IR - drain ø 1/8" conical - max 10 bar VE128IR - drain ø 1/8" conical - max 10 bar

 RUBY seal - orifice ø 1.3 mm  RUBY seal - orifice ø 1.3 mm
 with coil ZB09 9W 110/120V 50/60Hz  with coil ZB09 9W 220/230V 50/60Hz
 fluid temperature -40°C+140°C  fluid temperature -30°C+140°C

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Spouts for coffee
T2>

<|

1 0 2 2 5 2 2
|>

A D JU S TA BL E L ON G  D OU BL E SP O U T ø 3 /8 "
<|

1 0 2 2 5 2 3
|>

A D JU S TA BL E SH O RT  D O UB LE S P OU T ø  3 /8 "

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 0 2 2 5 0 4
|>

C L OS ED  S IN G LE S P OU T ø  3 /8 "
<|

1 0 2 2 5 0 2
|>

D O UB LE S P OU T ø  3 /8 "

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA  000041

<|

1 0 2 2 5 2 4
|>

D O UB LE S P OU T ø  3 /8 "
<|

1 0 2 2 5 2 1
|>

L ON G  D OU BL E S PO U T ø 3 /8 "

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

1 0 2 2 5 0 1
|>

S IN GL E S PO U T ø  3 /8"
<|

1 0 2 2 5 0 3
|>

S TR A IG H T S IN G LE S PO U T ø  3/8 "

    

BRUGNETTI-AURORA  000040  BRUGNETTI-AURORA  000040

<|

1 0 2 2 5 5 1
|>

T RIP LE S PO U T ø  3/8 "
<|

5 0 3 1 3 3 7
|>

1 -C U P S TR A IG H T S H OR T  S P OU T  ø  3 /8 "

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Springs
T2>

<|

1 2 5 0 5 0 6
|>

FILT ER  BLO C K IN G  SP R IN G  ø 9 x1 4  m m
<| |>

for Coffee machine (BRUGNETTI-AURORA) ALEXIA - C

    

BRUGNETTI-AURORA  000180  

<T2

Steam-water pipes coffee machines
T2>

<|

1 4 4 9 3 2 6
|>

S TA IN L ESS  ST EEL  ST EA M  P IPE C OM P L. ø  1 0  m
<| |>

for Coffee machine (BRUGNETTI-AURORA) ALEXIA

    

BRUGNETTI-AURORA  LAV2011 BRUGNETTI-AURORA  800202 BRUGNETTI-AURORA  800203  

<T2

Switches
T2>

<|

1 3 1 9 5 4 5
|>

P U SH -BUT TO N  P AN EL  M EM BR AN E 5  BU TT O NS
<|

1 3 1 9 5 5 1
|>

P U SH -BUT TO N  P AN EL  5  BU TT ON S

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T2

Tampers for coffee
T2>

<|

1 3 8 5 0 0 0
|>

N YL ON  TA M P ER  ø 5 0 /5 2  m m
<| |>

    

BRUGNETTI-AURORA  000447  

<T2

Tools
T2>

<|

1 5 0 5 0 0 2
|>

EX TR A C T OR  FO R FILT ER  S.S TEE L W ITH  H OL E
<|

3 3 9 4 9 0 6
|>

T ELES C O PIC  K IT  ø 3 0 x1 6 5  m m
extension overall length 485 mm

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<T1

BRUGNETTI-AURORA
T1>



Suitable for: Suitable for:

<T2

Water filling taps
T2>

<|

1 1 8 6 0 9 3
|>

G A SK ET H O LD E R FO R  TA P
<| |>

for water inlet tap

    

BRUGNETTI-AURORA  000493  

<T2

Water softeners and accessories
T2>

<|

3 0 1 0 0 0 1
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /8 "
<|

3 0 1 0 1 6 1
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /8 "
for water treatment for TECHNICAL purposes for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 8 L  plasma welding
 connection 3/8"  STAINLESS STEEL cylinder capacity 8 L
 dimensions: height 400 mm - ø 185 mm  connection 3/8"
 resin content 5.8 L  dimensions: height 400 mm - ø 185 mm
 regeneration salt(NaCl-table salt)1 Kg  resin content 5.8 L
  regeneration salt(NaCl-table salt)1 Kg
  inlet water maximum temperature 60°C

    

BRUGNETTI-AURORA  000253  BRUGNETTI-AURORA

<|

3 0 1 0 1 1 2
|>

R ESIN  5 L
<|

3 0 1 0 2 9 9
|>

S AL E P ER  A D D OL C ITO R E IN  P AS T IG LIE 1 0  Kg
5 litre bag PER IMPIANTI DI ADDOLCIMENTO ACQUA

    

BRUGNETTI-AURORA  BRUGNETTI-AURORA

<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
<| |>

FOR WATER SOFTENING SYSTEMS

    

BRUGNETTI-AURORA  

<T1

BRUGNETTI-AURORA
T1>
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