
This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

MCE 
T1>

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

R
e

l.
 2

0
1

7
-0

8
2

3
1

4
4

6

www.atp-czesci.pl
Części do ekspresów



Suitable for: Suitable for:

<T2

Ball valves and accessories
T2>

<|

5 0 4 8 5 9 3
|>

S PH ER E VA L VE ø  1 /4 "m m
<| |>

for Coffee machine (MCE) START

    

MCE  20354  

<T2

Boiler safety valves
T2>

<|

1 5 2 3 5 3 8
|>

BO IL ER  VA L VE ø  1/4 "M
<|

1 5 2 3 4 0 9
|>

BO IL ER  VA L VE ø  3/8 "M
made of brass calibration pressure 1,9 bar

  for Coffee machine (MCE) START

    

MCE  56150  MCE  20352

<|

1 5 1 5 1 2 0
|>

BO IL ER  VA L VE ø  3/8 "M  1 .9 bar C E-PE D
<|

1 5 2 3 0 0 2
|>

P R OT EC TIO N FL A N GE FO R  BOIL ER V A LV E
calibration pressure 1.9 bar

 steam drain flowrate 6.3 Kg/h  

    

MCE  20352  MCE  15006001

<|

1 5 2 3 4 0 2
|>

S AFE TY V A LV E P RO TEC TION
<| |>

    

MCE  56009980  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Booster pumps
T2>

<|

1 3 3 0 0 0 1
|>

R OT A R Y VA N E P UM P  R OT OFL O W  ø 3 /8 " NP T
<|

1 1 6 8 0 1 1
|>

S TA IN L ESS  ST EEL  C LA M P  FO R FL A N GE P U M P
clamp connection

 flowrate 100 L/h  
 equipped with balanced bypass  
 connection ø 3/8" conical NPT  
 NSF - WRAS approved  

    

MCE  26303001  MCE  26310003

<|

1 3 3 0 1 0 1
|>

R OT A R Y VA N E P UM P  R OT OFL O W  ø 3 /8 " NP T
<|

1 1 6 8 0 1 1
|>

S TA IN L ESS  ST EEL  C LA M P  FO R FL A N GE P U M P
flange connection

 flowrate 100 L/h  
 with balanced by-pass  
 fitting ø 3/8" conical NPT  
 N.S.F. approved  
 PUMP VERSION ECO-BRASS  
 BRASS CW510L LEAD <=0.2%  

    

MCE  MCE  26310003

<|

1 3 3 0 1 0 2
|>

R OT A R Y VA N E P UM P  R OT OFL O W  ø 3 /8 " NP T
<|

1 1 6 8 0 1 1
|>

S TA IN L ESS  ST EEL  C LA M P  FO R FL A N GE P U M P
flange connection

 flowrate 200 L/h  
 with balanced by-pass  
 fitting ø 3/8" conical NPT  
 N.S.F. approved  
 PUMP VERSION ECO-BRASS  
 BRASS CW510L LEAD <=0.2%  

    

MCE  MCE  26310003

<T2

Brushes
T2>

<|

1 3 8 4 0 2 3
|>

BR U SH  FO R C L EA N IN G  5 0  m m
<|

1 3 8 4 0 0 1
|>

BR U SH  FO R C O FFEE S H OW ER

    

MCE  MCE

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 3 8 4 0 0 2
|>

BR U SH  FO R M A IN T EN AN C E
<|

1 3 8 4 0 1 4
|>

BR U SH  FO R S H OW ER  R ED

    

MCE  MCE

<T2

Cappuccino makers - Cappuccinatore
T2>

<|

1 0 7 9 0 3 0
|>

K IT  M ILK  FR OT H ER  AS TO R IA /C M A
<| |>

    

MCE  83300012R  

<T2

Caps
T2>

<|

1 4 3 9 0 4 8
|>

BO IL ER  C A P  ø 1 /4 "M
<|

1 4 3 9 0 2 3
|>

BO IL ER  C A P  ø 3 /8 "M
for Coffee machine (MCE) START for Coffee machine (MCE) START

    

MCE  25780  MCE  25785

<|

1 4 3 9 0 2 1
|>

C A P  ø 1 /4 "F H EIG H T 1 6  m m  N U T 1 7  m m
<|

1 4 3 9 0 3 2
|>

C A P  ø 1 8  m m  FO R  BR EW  GR O U P
for Coffee machine (MCE) START for Coffee machine (MCE) START

    

MCE  25782  MCE  25789301

<|

1 4 3 9 0 3 5
|>

C A P  ø 1 8  m m  FO R  BR EW  GR O U P
<| |>

for Coffee machine (MCE) START

    

MCE  25789306  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Circlips
T2>

<|

1 0 0 2 0 0 4
|>

C IRC LIP  J-9
<|

1 2 5 0 2 2 3
|>

R A D IA L  SEEG ER  R IN G  ø 6  m m
stainless steel - ø external 11.8 mm stainless steel - external ø 12.3 - thickness 0.7

 UNI 7437 - DIN 472  UNI 7434 - DIN 6799

    

MCE  10005  MCE  10001

<T2

Clamps
T2>

<|

1 1 6 8 0 1 1
|>

S TA IN L ESS  ST EEL  C LA M P  FO R FL A N GE P U M P
<| |>

    

MCE  26310003  

<T2

Coffee filters
T2>

<|

1 1 6 0 3 3 9
|>

BL IN D  FILT ER  ø 7 0 x1 7  m m
<|

1 1 6 0 0 5 0
|>

1  C U P  FIL TER  6  g r

    

MCE  27173  MCE  27146

<|

1 1 6 0 0 5 2
|>

1  C U P  FIL TER  7  g r
<|

1 1 6 0 0 5 3
|>

2  C U P S FILT ER  14  g r

    

MCE  27142  MCE  27171

<|

1 1 6 0 3 4 5
|>

2  C U P S FILT ER  18  g r
<| |>

    

MCE  27190  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Coffee measuring spoons
T2>

<|

1 0 6 9 0 0 1
|>

P LA S TIC  M EA SU R IN G  SP O ON  2 0  m l
<|

1 0 6 9 0 0 2
|>

S TA IN L ESS  ST EEL  M EA S U RIN G S P OO N  2 0  m l

    

MCE  15290  MCE

<T2

Couplings
T2>

<|

1 1 9 1 0 0 6
|>

M OT O R C O U P LING  K IT
<| |>

    

MCE  83260016R  

<T2

Drain hoses
T2>

<|

1 4 4 9 2 7 0
|>

D R A IN  P IP E EL IS P IR  ø 1 2 x1 8  m m  - 3 0  m
<|

1 4 4 9 6 7 0
|>

D R A IN  P IP E EL IS P IR  ø 1 2 x1 8  m m  - 5  m
alimentary alimentary

    

MCE  MCE

<|

1 4 4 9 2 7 1
|>

D R A IN  P IP E EL IS P IR  ø 1 4 x2 0  m m  - 3 0  m
<|

1 4 4 9 6 7 1
|>

D R A IN  P IP E EL IS P IR  ø 1 4 x2 0  m m  - 5  m
alimentary alimentary

    

MCE  MCE

<|

1 4 4 9 2 7 2
|>

D R A IN  P IP E EL IS P IR  ø 1 6 x2 3  m m  - 3 0  m
<|

1 4 4 9 6 7 2
|>

D R A IN  P IP E EL IS P IR  ø 1 6 x2 3  m m  - 5  m
alimentary alimentary

    

MCE  15470  MCE  15470

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 4 4 9 2 7 3
|>

D R A IN  P IP E EL IS P IR  ø 1 8 x2 5  m m  - 3 0  m
<|

1 4 4 9 6 7 3
|>

D R A IN  P IP E EL IS P IR  ø 1 8 x2 5  m m  - 5  m
alimentary alimentary

    

MCE  MCE

<|

1 4 4 9 2 7 4
|>

D R A IN  P IP E EL IS P IR  ø 2 0 x2 7  m m  - 3 0  m
<|

1 4 4 9 6 7 4
|>

D R A IN  P IP E EL IS P IR  ø 2 0 x2 7  m m  - 5  m
alimentary alimentary

    

MCE  MCE

<|

1 4 4 9 2 5 5
|>

O UT L ET H OS E EL IS PIR  ø 2 5 x3 3  m m
<|

1 4 4 9 2 5 6
|>

O UT L ET H OS E EL IS PIR  ø 3 0 x3 8  m m
sold per meter sold per meter

    

MCE  MCE

<T2

Drain tanks
T2>

<|

1 5 2 7 5 0 4
|>

D R A IN  TU B ø  8 0 m m
<| |>

fitting ø 3/8"
 for Coffee machine (MCE) START  

    

MCE  15502  

<T2

Electronic boxes
T2>

<|

1 0 5 4 0 1 0
|>

D O SER  C O N TR OL  BO X 1 -2 -3  GR O UP S  2 3 0V
<|

1 0 5 4 3 0 0
|>

D O SER  C O N TR OL  BO X 1 -2 -3  GR O UP S  2 3 0V
for ASTORIA CMA 1-2-3 groups machines

 for WEGA 1-2-3 groups machines  
 for Coffee machine (MCE) START EVD  

    

MCE  18090031  MCE  18090016

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Feet
T2>

<|

1 3 1 3 1 0 2
|>

FO OT  ø 5 0  m m  M 1 0  H =5 5 ÷6 9  m m
<| |>

for Coffee machine (MCE) START

    

MCE  15318  

<T2

Filter holder gaskets
T2>

<|

1 1 8 6 8 9 4
|>

FILT ER  HO L D ER  G A S KET  ø 7 3 x57 x8  m m
<|

1 1 8 6 8 9 5
|>

FILT ER  HO L D ER  G A S KET  ø 7 3 x57 x8 .5  m m
with internal cuts with internal cuts

 NBR 75 SH soft  NBR 75 SH soft
 for Coffee machine (MCE) START  for Coffee machine (MCE) START

    

MCE  12227  MCE  12228

<|

5 0 4 9 3 8 3
|>

G A SK ET FIL TER  H OL D ER  ø 7 3 x57 x8  m m
<|

5 0 4 8 4 5 1
|>

G A SK ET FIL TER  H OL D ER  ø 7 3 x57 x8 .5  m m
with internal splits with internal splits

 NBR 75 SH soft  NBR 75 SH soft
 ORIGINAL  ORIGINAL
 for Coffee machine (MCE) START  for Coffee machine (MCE) START

    

MCE  12227  MCE  12228

<T2

Filter holders for coffee machines
T2>

<|

1 1 6 5 1 8 9
|>

BO TT OM L ESS  FIL T ER H O LD ER W E GA
<|

1 1 6 5 0 8 2
|>

FILT ER  HO L D ER  A S SEM BL Y 1  C U P  W EG A
wings 6.4 mm spout connection ø 3/8" - knob connection M12

  fins 6.5 mm - with spring and filter 7 gr

    

MCE  MCE

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 1 6 5 0 8 3
|>

FILT ER  HO L D ER  A S SEM BL Y 2  C U P S W EG A
<|

1 1 6 5 0 8 1
|>

FILT ER  HO L D ER  A S SY  W EGA
spout connection ø 3/8" - knob connection M12 spout connection ø 3/8" - handle connection M12

 ins 6.5 mm - with spring  and filter 14 gr  wings 6.5 mm - spring and filter not included
  for Coffee machine (MCE) START

    

MCE  MCE  27311010

<|

1 1 6 5 2 4 1
|>

FILT ER  HO L D ER  C A PS . LA V A ZZA  D IFF. BR A N D S
<|

2 1 0 6 2 0 0
|>

FILT ER  HO L D ER  C OFFE E M A C H INES  W EG A
alette 6,4 mm spout connection ø 3/8" - handle connection M12

 per capsule singole lavazza blue  wings 6.5 mm - without spring, without filter

    

MCE  MCE  27311010

<|

1 1 6 5 2 2 2
|>

P OR T A FIL TR O  SEN ZA  FO ND O V A RI M AR C H I
<| |>

alette 6,4 mm
 adattabile per macchine BIANCHI  
 adattabile per macchine ELEKTRA  
 adattabile per macchine FIAMMA RST  
 adattabile per macchine FIORENZATO CS  
 adattabile per macchine ISOMAC  
 adattabile per macchine MCE  
 adattabile per macchine ORCHESTRALE  
 adattabile per macchine QUICK MILL  
 adattabile per macchine SCALA  
 adattabile per macchine WEGA  

    

MCE  

<T2

Filter locking springs
T2>

<|

1 2 5 0 1 0 1
|>

FILT ER  BLO C K IN G  SP R IN G  ø 1 ,0 0  m m  INO X
<|

1 2 5 0 3 3 8
|>

FILT ER  LO C K IN G  S P R IN G ø  1 .4 0  m m  ST .ST EEL

    

MCE MCE  1250101  MCE

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 2 5 0 0 0 2
|>

S /ST EEL  F IL TER  L OC K ING  SP R IN G  ø 1 .2 0  m m
<|

1 2 5 0 3 3 3
|>

S PR ING  FIL T ER  B LO C K  ø 1 .3 0  m m  S T.S TEEL

    

MCE  MCE

<T2

Filters
T2>

<|

1 1 6 0 5 6 6
|>

S TA IN L ESS  ST EEL  W A TER  FIL T ER ø  8  m m
<|

1 1 6 0 4 0 0
|>

W A TE R FILT ER  ø 1 1  m m

    

MCE  10251001  MCE  10254

<|

1 1 6 0 5 1 7
|>

W A TE R FILT ER  ø 8 .5 x2 2  m m
<| |>

    

MCE  10253  

<T2

Fittings
T2>

<|

1 3 4 9 0 1 9
|>

"T"-C O UP L IN G    3 /8 "F  3 /8"M  FO R  IN JEC T OR
<|

1 3 4 9 0 8 9
|>

BO IL ER  FIT TING  ø  1 /2"
for Coffee machine (MCE) START for Coffee machine (MCE) START

    

MCE  43030001  MCE  23214

<|

1 3 4 9 2 7 8
|>

BO IL ER  FIT TING  ø  1 /2"M -1 /2 "M -1 /4 "F
<|

1 3 4 9 0 8 2
|>

BR A SS  FIT TIN G ø  3/8 "M  3 /8 "M  W IT H  FIL TER
for Coffee machine (MCE) START for Coffee machine (MCE) START

    

MCE  23215  MCE  56116

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 3 4 9 0 8 4
|>

EL BO W  FIT TING  ø 3 /8 "M -3 /8 "M
<|

1 3 4 9 1 0 2
|>

FITT IN G  ø  1 /4 "M -1 /4 "M
for Coffee machine (MCE) START

    

MCE  43052  MCE  25686

<|

1 3 4 9 1 1 1
|>

FITT IN G  ø  1 /8 "M  1 /4 "M
<|

1 3 4 9 1 0 3
|>

FITT IN G  ø  3 /8 "M -3 /8 "M

    

MCE  25707  MCE  25687 MCE  25687002

<|

1 3 4 9 2 0 2
|>

FITT IN G  3 /8M -3 /8 M
<|

1 3 4 9 0 7 9
|>

L - FITT IN G  ø 1 /4 "M  1 /8 "M
with filter lodging

 for Coffee machine (MCE) START  

    

MCE  25732  MCE  23201

<|

1 3 4 9 0 8 6
|>

T  S H A PED  BR AS S FITT IN G  ø 3 /8 "-3 /8 "-1 /4 "
<|

1 3 4 9 4 9 1
|>

T -S HA P ED  FITT IN G  ø 1 /4 "M -1/4 "M -1 /4 "M
for Coffee machine (MCE) START for Coffee machine (MCE) START

    

MCE  43033  MCE  43060

<T2

Flowmeters
T2>

<|

3 4 5 5 3 3 3
|>

C O VER -H EA D  FOR  V OL U M ET R IC  FL O W  M E TER  L ED
<|

1 4 5 5 0 3 2
|>

IM P EL LE R G IC A R

    

MCE  18565  MCE  15505

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 4 5 5 0 6 7
|>

VO L UM ET R IC  FL O W  M E TER  G IC A R
<| |>

connections ø 1/4"FF - orifice 1.15 mm - NSF
 for Coffee machine (MCE) START  

    

MCE  18126  

<T2

Gaskets and seals
T2>

<|

1 1 8 6 3 9 4
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 2 2 x1 7 x2  m m
<|

1 1 8 6 6 1 9
|>

C O P PER  FL A T G A SK ET  ø 1 8 x1 4 x1 .5  m m

    

MCE  12010  MCE  12153

<|

1 1 8 6 6 2 0
|>

C O P PER  FL A T G A SK ET  ø 2 2 x1 7 x1 .5  m m
<|

1 1 8 6 3 3 3
|>

C O P PER  FL A T G A SK ET  ø 2 6 x2 0 x2  m m

    

MCE  12154  MCE  12158

<|

1 1 8 6 7 7 1
|>

C O P PER  FL A T G A SK ET  ø 8 ,5 x5 x1  m m
<|

1 1 8 6 6 0 6
|>

FL A T C A R BO  GA S KE T ø 5 7 x4 3 x3  m m
in universal carbo

  for heating element

    

MCE  12155  MCE  12001

<|

1 1 8 6 3 9 3
|>

FL A T EP D M  G AS K ET ø  1 2 .5 x8 x9 m m
<|

1 1 8 6 5 2 7
|>

FL A T EP D M  G AS K ET ø  1 5 x4 x4 m m  8 0  SH

    

MCE  12204  MCE  12203

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 7 8 6 2 6 3
|>

FL A T G A SK ET EP D M  ø  1 2 .5 x8 x9 m m
<|

1 1 8 6 4 1 5
|>

FL A T P TFE  G A S KET
for solenoid valve

    

MCE  12204  MCE  12013

<|

1 4 8 6 0 3 3
|>

G A SK ET FL A T P IA NA  EP D M  ø 1 5 x4 x4  m m  80 S H
<|

1 1 8 6 2 0 1
|>

G A SK ET FL A T P T FE ø 2 1 x16 .8 x2  m m
ORIGINAL

    

MCE  12203  MCE  12010

<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
<|

1 1 8 6 1 9 4
|>

P TFE FL A T  G A S KET  ø 5 8 x43 x2  m m
for heating element for heat exchanger

    

MCE  12001  MCE  12001

<|

1 1 8 6 7 6 9
|>

R OU N D  C O P PER  G A SK ET ø  1 8 .7x1 3 x2 .5  m m
<|

1 1 8 6 1 8 6
|>

R OU N D  C O P PER  G A SK ET ø  2 3 x1 7 x3  m m

    

MCE  12100  MCE  12101

<|

1 1 8 6 4 4 5
|>

R OU N D  C O P PER  G A SK ET ø  2 6 x2 1 .4 x2  m m
<| |>

    

MCE  12105  

<T2

Gaskets for coffee machine boiler
T2>

<|

1 1 8 6 5 6 1
|>

BO IL ER  GA S KE T ø 1 9 0 x1 3 7 x3  m m
<|

1 1 8 6 5 6 2
|>

BO IL ER  GA S KE T ø 1 9 1 x1 3 9 x3  m m
universal carbo - 11 holes PTFE - 11 holes

    

MCE  12003  MCE  12003

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Handles for filterholder-portafilter
T2>

<|

1 2 4 1 2 0 6
|>

BL A C K  FIL TER  H OL D ER  H A ND LE M 1 2
<|

1 1 8 6 7 7 4
|>

BU R N P R EV ENT IN G  RIN G FO R  HA N D L E

    

MCE  15263010  MCE  15296010

<|

1 2 4 1 4 6 9
|>

C H R OM E P L AT ED  C A P  FO R FIL TER  H OL D ER  KN O B
<|

1 2 4 1 5 0 2
|>

FILT ER  HO L D ER  H A N D L E M 1 0

    

MCE  15486006  MCE

<|

1 2 4 1 1 6 9
|>

FILT ER  HO L D ER  H A N D L E M 1 2
<|

1 2 4 1 5 0 1
|>

FILT ER  HO L D ER  H A N D L E M 1 2

    

MCE  MCE

<|

1 2 4 1 5 0 4
|>

FILT ER  HO L D ER  H A N D L E M 1 2
<|

1 2 4 1 2 6 9
|>

FILT ER  HO L D ER  K N OB  M 1 0

    

MCE  MCE

<|

1 1 4 1 0 0 6
|>

FILT ER  HO L D ER  K N OB  M 1 0  S OFT
<|

1 1 4 1 0 0 7
|>

FILT ER  HO L D ER  K N OB  M 1 2 4  S OFT

    

MCE  MCE

<|

5 0 5 1 7 5 1
|>

FILT ER HO L D ER  KN OB  W HITE  M 1 0
<|

1 1 4 1 0 0 4
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 0  W A LN U T W O O D

    

MCE  MCE

<T1

MCE
T1>



Suitable for: Suitable for:

<|

5 0 8 3 5 1 5
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 0  W A LN U T W O O D
<|

1 1 4 1 0 0 3
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 2  W A LN U T W O O D

    

MCE  MCE

<|

5 0 5 5 9 8 3
|>

H A ND LE FO R  FIL TER  H OL D ER  M 1 2  W A LN U T W O O D
<|

5 0 5 4 5 0 5
|>

K NO B F.FILT ER H OL D ER  M 12  R ED  P O LISH ED

    

MCE  MCE

<|

1 2 4 1 5 0 5
|>

K NO B FILT ER  HO L D ER  M 1 0
<|

5 0 5 4 5 0 6
|>

R ED  FILT ER  H O LD ER K N OB  M 1 0  P OL ISH ED

    

MCE  MCE

<|

5 0 5 1 1 0 2
|>

W H IT E FIL T ER H O LD E R K N OB M 1 2
<| |>

    

MCE  

<T2

Heating elements
T2>

<|

1 7 5 5 6 0 8
|>

H EA TING  EL EM EN T 2 7 0 0 /2 9 4 0 W  2 3 0/2 40 V
<|

1 1 8 6 6 0 6
|>

FL A T C A R BO  GA S KE T ø 5 7 x4 3 x3  m m
immersed length 180 mm - 6 poles in universal carbo

 distance between the holes 75 mm  for heating element
 with bulb sheath - flange 95x57 mm  
 for Coffee machine (MCE) START  

    

MCE  17012  MCE  12001

<T1

MCE
T1>



Suitable for: Suitable for:
<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
<| |>

for heating element

    

MCE  12001  

<|

1 7 5 5 2 7 3
|>

H EA TING  EL EM EN T 2 7 0 0 W  1 2 0 V
<|

1 1 8 6 6 0 6
|>

FL A T C A R BO  GA S KE T ø 5 7 x4 3 x3  m m
immersed length 170 mm - 6 poles in universal carbo

 distance between mounting holes 75 mm  for heating element
 flange 95x57 mm  
 for coffee machines 1 group  

    

MCE  17016  MCE  12001

<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
<| |>

for heating element

    

MCE  12001  

<|

1 7 5 5 2 5 8
|>

H EA TING  EL EM EN T 3 4 0 0 /3 7 0 0 W  2 3 0/2 40 V
<|

1 1 8 6 6 0 6
|>

FL A T C A R BO  GA S KE T ø 5 7 x4 3 x3  m m
immersed length 320 mm - 6 poles in universal carbo

 distance between flange holes 75 mm  for heating element
 with bulb sheath - flange 95x57 mm  
 for 2 groups machines  
 for Coffee machine (MCE) START  

    

MCE  17059  MCE  12001

<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
<| |>

for heating element

    

MCE  12001  

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 7 5 5 2 5 9
|>

H EA TING  EL EM EN T 5 0 0 0 /5 4 4 0 W  2 3 0/2 40 V
<|

1 1 8 6 6 0 6
|>

FL A T C A R BO  GA S KE T ø 5 7 x4 3 x3  m m
immersed length 575 mm - 6 poles in universal carbo

 distance between mounting holes 75 mm  for heating element
 with bulb sheath - flange 95x57 mm  
 for 3 groups coffee machines  
 for Coffee machine (MCE) START  

    

MCE  17107  MCE  12001

<|

1 1 8 6 1 7 9
|>

P TFE FL A T  G A S KET  ø 5 7 x43 x3  m m
<| |>

for heating element

    

MCE  12001  

<T2

Hose-end fittings
T2>

<|

3 3 1 5 1 0 6
|>

3 -W A Y H OS E END  RU BBE R FITT IN G  ø 1 0  m m
<| |>

    

MCE  15422010  

<T2

Hydraulic piping
T2>

<|

1 4 4 9 6 8 7
|>

S IL IC O N E HO SE  ø  8 x1 0  S HO R E 6 0  - 1 0  m
<|

1 4 4 9 2 8 7
|>

S IL IC O N E HO SE  ø  8 x1 0  S HO R E 6 0  - 1 0 0  m
alimentary alimentary

    

MCE  15478002  MCE  15478002

<T2

Indicator lights
T2>

<|

3 2 2 1 1 3 2
|>

G R EEN IN D IC A T OR  L A M P  2 3 0 V
<|

1 3 4 1 3 1 4
|>

L ED  R ED  IN D IC A TO R  LIGH T
head ø 13.5 mm - hole ø 10 mm - 120°C mounting hole 8 mm - head ø 10 mm

 universal application  for Coffee machine (MCE) START
 for Coffee machine (MCE) START  

    

MCE  21011  MCE  22625

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Injectors
T2>

<|

1 5 0 1 0 0 5
|>

N OZ ZL E M 6x1  H OL E ø 0 ,7  m m
<| |>

for brew group
 for Coffee machine (MCE) START  

    

MCE  10300C  

<T2

Inlet hoses
T2>

<|

1 4 4 9 7 2 5
|>

FL EX H O SE ø  3/8 " Fc x  F c 1 5 0 0  m m
<|

1 4 4 9 7 1 0
|>

FL EX H O SE ø  3/8 " Fp  x Fc 3 0 0 m m
EPDM hose covered in stainless steel EPDM hose covered in stainless steel

 hose external ø 12 mm  hose external ø 12 mm
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar

    

MCE  30408  MCE  30403

<|

1 4 4 9 7 1 1
|>

FL EX H O SE ø  3/8 " Fp  x Fc 5 0 0 m m
<|

1 4 4 9 7 2 3
|>

FL EX H O SE Ø  3 /8 "Fc x  Fc 1 0 0 0  M M
EPDM hose covered in stainless steel EPDM hose covered in stainless steel

 hose external ø 12 mm  hose external ø 12 mm
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar

    

MCE  30404  MCE  30407

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

1 3 4 9 0 4 2
|>

BR A SS  N UT  ø 3 /8 "
<|

1 1 8 6 4 4 6
|>

BR A SS  W A SH ER   ø 2 8 x1 7x2  m m  FL A T
for water/steam hub

    

MCE  25356  MCE  25651

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 1 8 6 3 7 6
|>

BR A SS  W A SH ER  ø 1 2 x8 x1  m m  FLA T
<|

1 1 8 6 0 3 5
|>

BR A SS  W A SH ER  ø 1 8 x1 2 x1   m m  FL A T

    

MCE  25655  MCE  25652

<|

1 4 5 5 0 3 4
|>

C YL IND E R H EA D  S C R EW  M 4 x1 0
<|

1 1 8 4 0 1 2
|>

C YL IND E R H EA D  S C R EW  M 5 x1 0
stainless steel - with hexagon socket stainless steel - with hexagon socket

 UNI 5931 - DIN 912 - ISO 4762  UNI 9327 - DIN 7984

    

MCE  23560  MCE  23552

<|

1 3 4 9 0 6 1
|>

G LA S S FA S TEN ING  N UT  ø 1 /2 "F H OL E 1 2  m m
<|

1 3 4 8 0 2 5
|>

H EXA G O NA L  N UT  M 3
nut height 18 mm - nut 24 mm brass - UNI 5587 - ISO 4033

 for Coffee machine (MCE) START  

    

MCE  25383  MCE  23050

<|

1 3 4 8 0 3 5
|>

N UT  ø 1 /8 "
<|

1 3 4 8 4 5 3
|>

N UT  M  2 6 x1 .5

    

MCE  25395  MCE  25384

<|

1 5 2 8 0 5 6
|>

S /ST EEL  S C R EW  T .C .E.I. M 1 0 x2 0
<|

1 5 2 8 0 5 5
|>

S /ST EEL  S TU D  ø  8 x4 0  m m
stainless steel - with hexagon socket for Coffee machine (MCE) START

 UNI 5931 - DIN 912 - ISO 4762  

    

MCE  23556  MCE  23133

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 5 2 8 0 5 4
|>

S HA P ED  S /ST EEL  W A SH ER  ø 1 2 x5 x1  m m
<|

1 5 2 8 0 1 1
|>

S HO W ER   SC R EW  M 5 x2 0
for brew group cross recessed - stainless steel

  UNI 7688 - DIN 965 - ISO 7046

    

MCE  23260014  MCE  23514

<T2

Knobs
T2>

<|

1 2 4 1 0 1 0
|>

K NO B S ELEC TO R  S W IT C H  BL A C K ø  3 3  m m
<|

1 2 4 1 0 8 9
|>

S TEA M  TA P  KN O B
hole for square pin 5x5 mm

 for Coffee machine (MCE) START  

    

MCE  15271  MCE  15272

<|

1 2 4 1 0 9 0
|>

W A TE R T A P K N OB
<| |>

    

MCE  15273  

<T2

Level gauges
T2>

<|

1 5 2 0 5 0 6
|>

L EVEL  G LA S S ø 1 1 x1 7 0  m m
<|

1 5 2 0 5 1 1
|>

L EVEL  G LA S S ø 1 1 x1 7 0  m m

    

MCE  21300  MCE  21300 MCE  56001

<|

1 2 4 4 5 0 1
|>

S IG HT G LA S S H O US IN G
<| |>

for Coffee machine (MCE) START

    

MCE  44002  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Level regulators
T2>

<|

1 3 4 1 6 0 3
|>

L EVEL  R EGU L A TO R  RL /1 E/2 C /F 1 1 5V
<|

1 3 4 1 3 1 1
|>

L EVEL  R EGU L A TO R  RL /1 E/2 C /F 2 3 0/2 4 0V
230/240V 50/60Hz

    

MCE  18081001  MCE  18080001

<T2

Level sensors
T2>

<|

1 3 4 1 7 5 0
|>

L EVEL  P RO BE ø  1/4 "M -1 2 5  m m
<| |>

for Coffee machine (MCE) START

    

MCE  20251  

<T2

Motors
T2>

<|

1 2 4 0 6 1 0
|>

R P M  M O TO R  W IT H C L A M P  C ON N EC T IO N 1 2 0 W  2 3 0
<| |>

model C013728
 power 120W 230V 50Hz 1.15A  
 capacitor 8 µf  
 for rotary vane pump  
 for Coffee machine (MCE) START  

    

MCE  18303  

<T2

Non-return and expansion valves
T2>

<|

1 5 2 3 4 0 3
|>

EX PA N S IO N A N D  N ON -R ETU R N  V A LV E
<| |>

fittings ø 1/4"M-1/4"M-3/8"M
 for Coffee machine (MCE) START  

    

MCE  20361  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Nozzles for coffee groups
T2>

<|

1 5 0 1 0 0 7
|>

BR EW  G R OU P  SP R A Y NO ZZ LE  ø  3 0  m m  M 1 0 x1
<| |>

via hole M5

    

MCE  27105000  

<T2

O-Ring and ORM gaskets
T2>

<|

1 1 8 6 7 7 3
|>

O -R ING  G A SK ET M  0 1 7 0 -3 0  N BR
<|

1 1 8 6 7 7 2
|>

O -R ING  G A SK ET M  0 2 5 0 -4 0  N BR

    

MCE  12336000  MCE  12336001

<|

1 1 8 6 4 2 2
|>

O -R ING  0 1 0 8  EPD M
<|

1 1 8 6 4 1 4
|>

O -R ING  0 1 1 9  EPD M

    

MCE  12312  MCE  12303

<|

3 1 8 6 2 8 7
|>

O -R ING  0 1 2 3  EPD M
<|

1 1 8 6 6 1 2
|>

O -R ING  0 2 0 2 5  VITO N

    

MCE  12300026  MCE  12305

<|

1 1 8 6 7 1 7
|>

O -R ING  0 2 0 3 1  VITO N
<|

1 1 8 6 6 3 1
|>

O -R ING  0 2 1 1 2  VITO N

    

MCE  12329  MCE  12315

<|

1 1 8 6 3 1 8
|>

O -R ING  0 3 0 4 3  EPD M
<|

1 1 8 6 7 6 7
|>

O -R ING  0 3 1 3 7  VITO N

    

MCE  12300  MCE  12300034

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 1 8 6 1 8 4
|>

VITO N  O-R IN G  0 3 15 6
<| |>

    

MCE  12300000  

<T2

Pins
T2>

<|

1 3 2 4 0 7 7
|>

W A TE R/ST EA M  T A P P IN
<| |>

    

MCE  25309  

<T2

Pipes for coffee machines
T2>

<|

1 3 4 9 0 1 7
|>

IN JE C TION  P IP E 1 /4 "M -1 /4"M
<| |>

tube ø 6 mm - length 80 mm
 for boiler cts  
 for Coffee machine (MCE) START  

    

MCE  52002788  

<T2

Pressure gauges
T2>

<|

1 2 4 5 0 3 2
|>

BO IL ER -PU M P  PR ES SU R E GA U G E ø 6 3  m m
<| |>

double scale 0÷3/0÷15 bar - connections ø 1/8"M
 rim ø 70 mm - body ø 63 mm  
 for Coffee machine (MCE) START  

    

MCE  21112  

<T2

Pressure reducers
T2>

<|

1 3 5 0 7 0 1
|>

P R ESS UR E R ED U C ER  ø 1 /2 "FF
<| |>

for Coffee machine (MCE) START

    

MCE  26330  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Pressure switches
T2>

<|

1 3 2 0 5 3 1
|>

P R ESS UR E S W IT C H  P3 0 2 /6  3 -P OL ES  3 0 A
<| |>

CE-SEV-ASE-UL approved
 ISO 228 G connection 1/4"M for pipe ø 4x6 mm  
 adjustable scale 0.5÷1.4 bar  
 fixed differential 0.15 (± 0.06) bar  
 fluid temperature max :140°C  
 max contact  load : 220V  7KW (30A)  
 400V 12KW (30A)  

    

MCE  20150  

<T2

Rubberpieces for steam-water taps
T2>

<|

1 5 4 9 0 0 9
|>

BU R N P R EV ENT .R UB BER PIEC E f/PIP E ø 8  m m
<| |>

    

MCE  15296000  

<T2

Seals for level glasses
T2>

<|

1 1 8 6 2 0 6
|>

EP D M  FL AT  G AS K ET ø  1 6 x1 0 x8  m m
<| |>

for level glass

    

MCE  12200  

<T2

Shower screens for brew group
T2>

<|

1 0 8 1 0 0 2
|>

S HO W ER  SC R EEN  ø 5 1 .5  m m
<|

1 0 8 1 0 0 6
|>

S HO W ER  SC R EEN  ø 5 1 .5  m m

    

MCE  27100  MCE  27100

<|

1 0 8 1 0 0 7
|>

S HO W ER  SC R EEN  ø 5 1 .5  m m
<| |>

    

MCE  27100  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Solenoid valves
T2>

<|

1 1 2 0 4 6 6
|>

2 -W A Y SO L ENO ID  VA L VE L UC IFER  1 1 5 V 6 0 H z
<|

1 1 2 0 4 6 0
|>

2 -W A Y SO L ENO ID  VA L VE L UC IFER  2 4 0 V 5 0 H z
7121ZBG1LV00 - fittings ø 1/8"FF  - max 10 bar 7121ZBG1LV00 - fittings ø 1/8"FF - max 10 bar

 VITON seal - orifice ø 2.5 mm  VITON seal - orifice 2.5 mm
 with coil 483510S5 F 9W 110/115/120V 50/60Hz  with coil 483510 9W 220/240V 50/60Hz
 fluid temperature -10°C+140°C  fluid temperature -40°C+140°C

    

MCE  18195  MCE  18162002

<|

1 1 2 0 1 0 2
|>

3 -W A Y SO L ENO ID  VA L VE L UC IFER  1 1 5 V 6 0 H z
<|

1 1 2 0 3 3 0
|>

3 -W A Y SO L ENO ID  VA L VE L UC IFER  2 4 0 V 5 0 H z
E131F4304 - drain ø 1/8" conical - max 10 bar E131F4304 - drain ø 1/8" conical - max 10 bar

 RUBY seal - orifice ø 1.5 mm  RUBY seal - orifice ø 2.5 mm
 with coil 483510S5 9W 110/115/120V 50/60Hz  with coil 483510S6 9W 220/240V 50/60Hz
 fluid temperature -40°C+140°C  fluid temperature -40°C+140°C

    

MCE  18150  MCE  18151

<T2

Spouts for coffee
T2>

<|

1 0 2 2 5 2 2
|>

A D JU S TA BL E L ON G  D OU BL E SP O U T ø 3 /8 "
<|

1 0 2 2 5 2 3
|>

A D JU S TA BL E SH O RT  D O UB LE S P OU T ø  3 /8 "

    

MCE  MCE

<|

1 0 2 2 5 0 4
|>

C L OS ED  S IN G LE S P OU T ø  3 /8 "
<|

1 0 2 2 5 0 2
|>

D O UB LE S P OU T ø  3 /8 "

    

MCE  MCE

<|

1 0 2 2 5 2 1
|>

L ON G  D OU BL E S PO U T ø 3 /8 "
<|

1 0 2 2 0 9 9
|>

S IN GL E S PO U T ø  3 /8"

    

MCE  MCE  27032001

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 0 2 2 5 0 1
|>

S IN GL E S PO U T ø  3 /8"
<|

1 0 2 2 5 0 6
|>

S PO U T D O U BLE ø  3 /8 "

    

MCE  MCE  27042001

<|

1 1 6 5 2 5 6
|>

S PO U T D O U BLE ø  3 /8 " NA N OT EC H
<|

1 0 2 2 5 0 3
|>

S TR A IG H T S IN G LE S PO U T ø  3/8 "
Rivestimento antiaderente in NANOQUARZO che

 aumenta la resistenza a corrosione  
 e da attacco chimico.  
 Grazie al rivestimento interno e esterno  
 le superfici sono completamente antiaderenti,  
 il flusso d acqua è costante ed uniforme.  
 Trattamento certificato alimentare.  

    

MCE  MCE

<|

1 0 2 2 5 5 1
|>

T RIP LE S PO U T ø  3/8 "
<|

5 0 3 1 3 3 7
|>

1 -C U P S TR A IG H T S H OR T  S P OU T  ø  3 /8 "

    

MCE  MCE

<T2

Springs
T2>

<|

1 2 5 0 3 7 2
|>

S PR ING  ø 1 1 ,4 x1 6  m m
<| |>

for water/steam hose
 for Coffee machine (MCE) START  

    

MCE  10452  

<T2

Steam taps and spares for coffee mach.
T2>

<|

1 4 4 9 1 0 0
|>

C H R OM E H EX AG O N AL  N U T
<|

1 1 8 6 3 7 7
|>

G A SK ET H O LD E R
thread ø 18 mm - total height 31 mm for Coffee machine (MCE) START

 for water/stem pipe  
 for Coffee machine (MCE) START  

    

MCE  25391  MCE  25461

<T1

MCE
T1>



Suitable for: Suitable for:

<|

1 3 4 8 4 5 1
|>

S TEA M  TA P  BO D Y
<|

1 3 4 9 4 5 8
|>

T AP  C O U PL ING
connections ø 3/8" - 3/8" for Coffee machine (MCE) START
for Coffee machine (MCE) START

MCE  53003 MCE  25678001

<|

1 3 4 8 4 5 8
|>

T AP  N U T
<|

1 3 2 4 0 5 6
|>

T AP  P IS TO N
for Coffee machine (MCE) START for Coffee machine (MCE) START

MCE  25385 MCE  25616

<|

1 1 8 6 3 3 4
|>

W A SH ER
<|

1 3 4 8 4 5 2
|>

W A TE R/ST EA M  T A P P IN R O D
for water/steam pipe pin length 91 mm
for Coffee machine (MCE) START for Coffee machine (MCE) START

MCE  25657 MCE  561001

<T2

Steam-water pipes coffee machines
T2>

<|

1 4 4 9 0 9 1
|>

C H R OM E P IP E S TEM  C O M PL ET E ø 8  m m
<|

1 4 4 9 0 9 3
|>

N OZ ZL E F/W A TE R O U TL ET M 1 0  /C H R OM E-P LA T ED
pipe development  270 mm for Coffee machine (MCE) START

MCE  56119001 MCE  25762

<|

1 4 4 9 0 9 9
|>

N OZ ZL E FOR  W A T ER M 1 0
<|

1 4 4 9 1 1 6
|>

N OZ ZL E FOR  W A T ER P IPE M 9  ø 1 8  m m
for Coffee machine (MCE) START total height 47 mm

for Coffee machine (MCE) START

MCE  25761 MCE  30250

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 2 9 6
|>

BL A C K  BIP O LA R  SW ITC H 1 6 A  2 5 0 V
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
with red led indicator light external dimensions 29x36 mm

 max temperature 120°C  for switches with mounting hole 22x30 mm
 mounting hole 22x30 mm  
 for Coffee machine (MCE) START  

    

MCE  18263  MCE  19049

<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
<| |>

external dimensions 29x36 mm
 for switches with mounting hole 22x30 mm  

    

MCE  19049  

<T2

Tampers for coffee
T2>

<|

1 3 8 5 0 0 2
|>

N YL ON  C O FFEE TA M P ER  ø 5 0 /5 7  m m
<| |>

    

MCE  15420  

<T2

Thermostats
T2>

<|

1 4 4 4 5 0 9
|>

T HR EE-P HA S E TH ER M OS TA T  1 6 9 °C
<| |>

with manual reset
 covered capillary 900 mm  
 bulb ø 4x128 mm  
 for Coffee machine (MCE) START  

    

MCE  20300015  

<T1

MCE
T1>



Suitable for: Suitable for:

<T2

Tools
T2>

<|

1 5 0 5 0 0 2
|>

EX TR A C T OR  FO R FILT ER  S.S TEE L W ITH  H OL E
<|

3 3 9 4 9 0 6
|>

T ELES C O PIC  K IT  ø 3 0 x1 6 5  m m
extension overall length 485 mm

MCE MCE

<T2

Vibration insulators for motors
T2>

<|

1 3 1 3 0 0 2
|>

A N TI VIB RA T IO N  SU P PO R T ø  1 5 x1 5  m m  M 4
<| |>

MCE  15105

<T2

Water softeners and accessories
T2>

<|

3 0 1 0 0 0 1
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /8 "
<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
for water treatment for TECHNICAL purposes for DVA models
STAINLESS STEEL cylinder capacity 8 L
connection 3/8"
dimensions: height 400 mm - ø 185 mm
resin content 5.8 L
regeneration salt(NaCl-table salt)1 Kg

MCE MCE  28284

<|

3 0 1 0 1 6 1
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /8 "
<|

3 0 1 0 1 1 2
|>

R ESIN  5 L
for water treatment for TECHNICAL purposes 5 litre bag
plasma welding
STAINLESS STEEL cylinder capacity 8 L
connection 3/8"
dimensions: height 400 mm - ø 185 mm
resin content 5.8 L
regeneration salt(NaCl-table salt)1 Kg
inlet water maximum temperature 60°C

MCE MCE

<T1

MCE
T1>



Suitable for: Suitable for:

<|

3 0 1 0 2 9 9
|>

S AL E P ER  A D D OL C ITO R E IN  P AS T IG LIE 1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
PER IMPIANTI DI ADDOLCIMENTO ACQUA FOR WATER SOFTENING SYSTEMS

MCE MCE

<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
<| |>

for DVA models

MCE  28284

<T1

MCE
T1>
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