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Espresso machines



Suitable for: Suitable for:

<T2

Water purification filters
T2>

<|3010065 |> CAR TRID GE F ILTER <|3010156 |> CAR TRID GE F ILTER
size 254x51 mm - filter capacity 5 micron size 254x51 mm - filter capacity 5 micron

  inlet/outlet fittings ø 6 mm
  operating range 4750 L

    

OMNIPURE  OMNIPURE

<|3010158 |> CAR TRID GE F ILTER <|3010165 |> CAR TRID GE F ILTER
size 254x51 mm - filter capacity 5 micron size 254x63 mm - filter capacity 1 micron

 inlet/outlet fittings ø 3/8"F NPTF  inlet/outlet fittings ø 1/4"F NPTF
 operating range 7600 L  operating range 4750 L

    

OMNIPURE  OMNIPURE

<|3010166 |> CAR TRID GE F ILTER <|3010167 |> CAR TRID GE F ILTER
size 305x63 mm - filter capacity 5 micron size 152x63 mm - filter capacity 5 micron

 inlet/outlet fittings ø 1/4"F NPTF  operating range 5700 L

    

OMNIPURE  OMNIPURE

<|3010168 |> CAR TRID GE F ILTER <|3010178 |> CAR TRID GE F ILTER
size 152x63 mm - filter capacity 1 micron size 254x51 mm - filter capacity 5 micron

 operating range 3800 L  inlet/outlet fittings ø 3/8"F NPTF
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<|3010169 |> CAR TRID GE F ILTER HEAD <|3010170 |> CAR TRID GE F ILTER HEAD
with integrated check valve 3/8" NPTF with integrated check valve 1/4"
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Suitable for: Suitable for:
<|3010139 |> CAR TRID GE F ILTER OM NIPU R E SCL10 1/4" <|3010064 |> CAR TRID GE F ILTER OM NIPU R E SCL10 3/8"

NSF APPROVED - for cold water NSF APPROVED - for cold water
 dimensions 254x51 mm - filter capacity 5 micron  dimensions 254x51 mm - filter capacity 5 micron
 inlet/outlet fittings ø 1/4"F  inlet/outlet fittings ø 3/8"F
 operating range 4730 L - flowrate 1.9 L/min  operating range 4730 L - flowrate 1.9 L/min
 max pressure 8.6 bar / 125 psig  max pressure 8.6 bar / 125 psig
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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