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Espresso machines



Suitable for: Suitable for:

<T2

Fuses
T2>

<|1410502 |> THERM O F USE 100°C <| |>

for ULKA pumps
 adaptable for SAECO  

    

ULKA  

<T2

Solenoid valves
T2>

<|1120236 |> SOLEN OID VA LVE CEM E 2-W AY ø  1/8"F  230V <|1199316 |> COIL CEM E B4 230V 50 H z
5220 - max 13bar width 22 mm - height 30 mm

 VITON seal - orifice ø 2.0 mm  depth 27.5 mm
 with coil B4 13.5VA 230V 50Hz  
 fluid temperature -10°C+140°C  

    

ULKA  5220VN2,0SAIF  ULKA  1W7/R

<|1120471 |> 2-W AY SO LEN OID VALVE CEM E ø  1/4" 230V <|1120230 |> 2-W AY SO LEN OID VALVE CEM E ø  1/4"F  230V
6660 - max 4.5bar 6712 - max 14bar

 VITON seal - orifice ø 3.0 mm  VITON seal - orifice ø 2.5 mm
 with coil B6 17VA 230V 50Hz  with coil B6 17VA 230V 50Hz
 fluids temperature -10°C+140°C  fluid temperature -10°C+140°C
 with total lock regulator  
 ITALIANA-MASTER1  
 for Coffee machine (ASTORIA CMA) PLUS4YOU  
 for Coffee machine (NUOVA SIMONELLI) APPIA  
 AURELIA  
 for Coffee machine (VICTORIA ARDUINO) ADONIS  
 for Coffee machine (WEGA) CONCEPT  

    

ULKA  6660EN3,0S30BIF  ULKA  6712VV2,5SBIF

<|1120231 |> 2-W AY SO LEN OID VALVE CEM E ø  1/4"F  230V <|1120232 |> 2-W AY SO LEN OID VALVE CEM E ø  1/4"F  230V
6712 - max 10bar 6612 - max 9bar

 VITON seal - orifice ø 2.8 mm  VITON seal - orifice ø 3.0 mm
 with coil B6 17VA 230V 50Hz  with coil B6 17VA 230V 50Hz
 fluid temperature -10°C+140°C  fluid temperature -10°C+140°C

    

ULKA  6712VV2,8SBIF  ULKA  6612VV3,0SBIF

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1120238 |> 2-W AY SO LEN OID VALVE CEM E ø  1/8"F  120V <| |>

NICKEL PLATED CASE
 5220 - max 13bar  
 VITON seal - orifice ø 2.0 mm  
 with coil B4 14VA 100/120V 60Hz  
 fluid temperature -10°C+140°C  

    

ULKA  5220VN2,0NROY  

<|1120237 |> 2-W AY SO LEN OID VALVE CEM E ø  1/8"F  230V <|1199316 |> COIL CEM E B4 230V 50 H z
NICKEL PLATED CASE width 22 mm - height 30 mm

 5220 - max 13bar  depth 27.5 mm
 VITON seal - orifice ø 2.0 mm  
 with coil B4 13.5VA 230V 50Hz  
 fluid temperature -10°C+140°C  

    

ULKA  5220VN2,0NAIF  ULKA  1W7/R

<|1120235 |> 3-W AY SO LEN OID VALVE CEM E ø  1/8"F  120V <|1120229 |> 3-W AY SO LEN OID VALVE CEM E ø  1/8"F  230V
NICKEL PLATED CASE 6211 - outlet ø 1/8"M - max 15bar

 5320 - outlet ø 7 mm - max 14bar  VITON seal - orifice ø 1.5 mm
 VITON seal - orifice ø 1.2 mm  with coil B6 17VA 230V 50Hz
 with coil B4 14VA 100/120V 60Hz  fluid temperature -10°C+140°C
 fluid temperature -10°C+140°C  

    

ULKA  5320VN1,2VNNROY  ULKA  6211VN1,5SBIF

<|1120233 |> 3-W AY SO LEN OID VALVE CEM E ø  1/8"F  230V <|1199316 |> COIL CEM E B4 230V 50 H z
STAINLESS STEEL SLEEVE width 22 mm - height 30 mm

 5320 - outlet ø 7 mm - max 14bar  depth 27.5 mm
 VITON seal - orifice ø 1.2 mm  
 with coil B4 13.5VA 230V 50Hz  
 fluid temperature -10°C+140°C  

    

ULKA  5320VN1,2VNSAIX  ULKA  1W7/R

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1120234 |> 3-W AY SO LEN OID VALVE CEM E ø  1/8"F  230V <|1199316 |> COIL CEM E B4 230V 50 H z

NICKEL PLATED CASE width 22 mm - height 30 mm
 5320 - outlet ø 7 mm - max 14bar  depth 27.5 mm
 VITON seal - orifice ø 1.2 mm  
 with coil B4 13.5VA 230V 50Hz  
 fluid temperature -10°C+140°C  

    

ULKA  5320VN1,2VNNAIX  ULKA  1W7/R

<|1120228 |> 3-W AY SO LEN OID VALVE CEM E 230V <| |>

6270 - outlet ø 1/8"M - max 15bar
 VITON seal - orifice ø 1.5 mm  
 with coil B6 17VA 230V 50Hz  
 fluid temperature -10°C+140°C  

    

ULKA  6270VN1,5SBIF  

<T2

Vibrating pumps
T2>

<|1349651 |> PIPETTE F ITTIN G  90° <|1331023 |> SQUAR E DAM PER  EX-EP-EK-EA
SANTOPRENE for Coffee machine (VIBIEMME) DOMOBAR

 internal pump connection ø 6 mm  DOMOBARJUNIOR - DOMOBARSUPER
 hose-end fitting ø 7.5 mm  
 for Coffee machine (EXPOBAR) EXPRESSO  
 MINICOMPACT - MONROC - OFFICE  

    

ULKA  8.01.033  ULKA  8.01.022

<|1331022 |> SQUAR E DAM PER  HF <|1410001 |> THERM AL PR OTEC TION  120°C
for vibratory pump

  for Coffee machine (SAECO) ARMONIA - AROMA
  GRANCREMA

    

ULKA  8.01.045  ULKA

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1410501 |> THERM O F USE 155°C <|1410503 |> THERM O F USE 77°C

for ULKA pumps for ULKA pumps

    

ULKA  ULKA

<|1331041 |> VALVE S11/B <|1331019 |> VALVE S2
for Coffee machine (FIORENZATO C.S.) BRICOLETTA back pressure self-priming

 COLOMBINA  for Coffee machine (VIBIEMME) DOMOBARJUNIOR
  DOMOBARSUPER

    

ULKA  1.06.209.05/B  ULKA  1.06.210.05 ULKA  1.06.210.05/L

<|1331014 |> VALVE S3 <|1331020 |> VALVE S3BP
back-pressure automatic start back pressure self-priming

 boiler pressure reset  boiler and bypass atmospheric pressure reset
 with safety valve  and by-pass

    

ULKA  1.06.215.05  ULKA  1.06.215.05/BP

<|1122748 |> VIBR ATOR Y PU M P EK 230V 50H z 54W <|1331018 |> VIBR ATOR Y PU M P EP4 48W  230V 50H z
fittings ø 1/8"- ø 6 mm fittings ø 1/8"- ø 6 mm

 pressure max 15 bar  pressure max 20 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm

    

ULKA  EK ULKA  1.01.337.09/PA  ULKA  1.01.339.10

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1122737 |> VIBR ATOR Y PU M P EP5 48W  230V 50H z <|1122738 |> VIBR ATOR Y PU M P EP5 48W  24V 50/60H z

fittings ø 1/8"- ø 6 mm fittings ø 1/8"- ø 6 mm
 pressure max 15 bar  pressure max 15 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm
 for Coffee machine (DELONGHI) ECOV310AZ - EC155  
 EC300M - ESAM5400 - ESAM5400EX  
 for Coffee machine (SPINEL) DUELUX - MINIMINILUX  
 PINOCCHIO - TOUR - UNOLUX  

    

ULKA  1.01.302.05/PA ULKA  1.01.302.05/PAEP5  ULKA  1.01.308.05/PA ULKA  1.01.308.05/PAEP5

<|1122002 |> VIBR ATOR Y PU M P EP5G W  48W  230V 50Hz <|1331026 |> VIBR ATOR Y PU M P EP5G W  48W  230V 50Hz
fittings ø 1/8" - ø 6 mm countersunk fitting ø 1/8" - ø 6 mm

 pressure max 15 bar  max. pressure 15 bar
 max water temperature 20°C  max water temperature 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connection 6.3x0.8 mm
 for Coffee machine (DELONGHI) ECAM23.210.W  for Coffee machine (ASTORIA CMA) ARGENTA - BRAVA
 ECAM26.455.C  COMPACT - DIVINA
 for Coffee machine (SAECO) ROYALOFFICE  for Coffee machine (SAECO) INCANTO - ODEA - PRIMEA
  SYNTIA - TALEA - VIENNA

    

ULKA  1.01.302.GW/PA  ULKA  1.01.302.GW/PS

<|1331037 |> VIBR ATOR Y PU M P EP8 26W  230/240V 50Hz <|1331028 |> VIBR ATOR Y PU M P EP8G W  26W  230V 50Hz
fittings ø 1/8" - ø 6 mm fittings ø 1/8" - ø 6 mm

 max.pressure 15 bar  max pressure 15 bar
 max.water temperature 35°C  max water temperature 35°C
 with built-in diode (1N 4007P)  integrated diode (1N 4007P)
 connection terminal 6.3x0.8 mm  lead connector 6.3x0.8 mm

    

ULKA  1.01.374.11  ULKA  EP8GW-26W230V ULKA  1.01.374.GW

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1122746 |> VIBR ATOR Y PU M P EX4 48W  230V 50H z <|1122747 |> VIBR ATOR Y PU M P EX4 48W  24V 50/60H Z

fittings ø 1/8"- ø 6 mm fittings ø 1/8"- ø 6 mm
 pressure max 18 bar  pressure max 18 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm
 for SPM  
 for Coffee machine (RDL) MINICAP  
 for Coffee machine (SPINEL) ESSE - RONDOLUX - XP12  

    

ULKA  1.01.355.12  ULKA  1.01.361.12

<|1331029 |> VIBR ATOR Y PU M P EX4G W  48W  230V 50/60Hz <|1122601 |> VIBR ATOR Y PU M P EX5 41W  120V 60H z
fittings ø 1/8" - ø 6 mm fittings ø 1/8"- ø 6 mm

 max pressure 15 bar  pressure max 15 bar
 max water temperature 35°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm
  for Coffee machine (ELEKTRA) MINIVERTICALE
  for Coffee machine (GRIMAC) NUVOLA - TERRY

    

ULKA  EX4GW ULKA  1.01.355.GW  ULKA  1.01.323.07/PA

<|1122735 |> VIBR ATOR Y PU M P EX5 48W  230V 50H z <|1122739 |> VIBR ATOR Y PU M P EX5 48W  230V 50H z
fittings ø 1/8"- ø 6 mm fittings ø 1/8" countersunk - ø 6 mm

 pressure max 15 bar  pressure max 15 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm
 for Coffee machine (EXPOBAR) EXPRESSO  for Coffee machine (CIMBALI) BISTRO
 MINICOMPACT - MONROC - OFFICE  
 for Coffee machine (VIBIEMME) DOMOBAR  
 DOMOBARJUNIOR - DOMOBARSUPER  

    

ULKA  1.01.320.07/PA ULKA  1.01.320.07/PAEX5  ULKA  1.01.320.07/PS

<T1

ULKA
T1>



Suitable for: Suitable for:
<|1122736 |> VIBR ATOR Y PU M P EX5 48W  24V 50/60H z <|1122740 |> VIBR ATOR Y PU M P EX5 48W  24V 50/60H z

fittings ø 1/8"- ø 6 mm fittings ø 1/8" countersunk - ø 6 mm
 pressure max 15 bar  pressure max 15 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm

    

ULKA  1.01.326.07/PA ULKA  1.01.326.07/PAEX5  ULKA  1.01.326.07/PS

<|1331006 |> VIBR ATOR Y PU M P EX5G W  48W  230V 50Hz <|1120025 |> VIBR ATOR Y PU M P EX7 48W  230V 50H z
fittings ø 1/8" - ø 6 mm fittings ø 1/8" countersunk - ø 6 mm

 max pressure 15 bar  pressure max 7 bar
 max water temperature 35°C  temperatura dell'acqua max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 6.3x0.8 mm  lead connector 6.3x0.8 mm
  for Coffee machine (SPINEL) DUELUX - DUETTOLUX
  ESSELUX - MINIMINI - RONDOLUX - RONDOLUXMATIC
  TRELUX

    

ULKA  1.01.320.GW/PA  ULKA  1.01.329.08/PA

<|1331036 |> VIBR ATOR Y PU M P EX7 48W  24V 50/60H z <|1331016 |> VIBR ATOR Y PU M P EX7G W  48W  230V 50Hz
fittings ø 1/8" - ø 6 mm fittings ø 1/8" - ø 6 mm

 max.pressure 15 bar  pressure max 15 bar
 max.water temperature 20°C  temperatura dell'acqua max 20°C
 with built-in diode (1N 4007P)  integrated diode (1N 4007P)
 connection terminal 6.3x0.8 mm  lead connector 6.3x0.8 mm

    

ULKA  1.01.335.08/PA ULKA  1.01.335.08/PAI  ULKA  1.01.329.GW/PA

<|1331021 |> VIBR ATOR Y PU M P H F 22W  230V 50Hz <|1331025 |> VIBR ATOR Y PU M P N M E 1 16W  230/240V 50Hz
hose-end fitting ø 6.6 mm - ø 6.6 mm hose-end fitting ø 6.6 mm - ø 5 mm

 max pressure 2.6 bar  max pressure 2.5 bar
 water temperature max 20°C  water temperature max 20°C
 integrated diode (1N 4007P)  integrated diode (1N 4007P)
 lead connector 4.7x0.8 mm  lead connector 4.7x0.8 mm

    

ULKA  1.01.001.HF  ULKA  1.02.500.01

<T1

ULKA
T1>



Suitable for: Suitable for:
<|3331005 |> VIBR ATOR Y PU M P N M E 2 16W  230/240V 50Hz <|1331017 |> VIBR ATOR Y PU M P N M E 3S 16W  230V 50Hz

hose-end fittings ø 6.6 mm - ø 5 mm hose-end fittings ø 6 mm - ø 5 mm
 max.pressure 2.5 bar  pressure max 2.5 bar
 max.water temperature 20°C  water temperature max 20°C
 with built-in diode (1N 4007P)  integrated diode (1N 4007P)
 connection terminal 4.7x0.8 mm  connector lead 4.7x0.8 mm
  for Coffee machine (GRIMAC) NUVOLA - OPALE

    

ULKA  NMETYPE2-16W-240V ULKA  1.02.515.02  ULKA  1.02.530.03

<|1331024 |> VIBR ATOR Y PU M P N M E 4 16W  230/240V 50Hz <|1349652 |> 90° F ITTIN G  ø 1/8 F
hose-end fitting ø 6.6 mm - ø 5 mm

 pressure max 2.5 bar  
 water temperature max 20°C  
 integrated diode (1N 4007P)  
 lead connector 4.7x0.8 mm  
 for Coffee machine (SPINEL) LOLA - LOLITA  
 MINIMINI - PINOCCHIO - RONDO - TOUR  

    

ULKA  1.02.535.04  ULKA  17.01.024

<T1

ULKA
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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