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Cooking equipment



Suitable for: Suitable for:

<T2

Electronic thermostats and controllers
T2>

<|

3394331
|>

TELETHERM OM ETER EM 300 PTC
<|

3397164
|>

SIL ICONE PTC PR OBE 1500 m m

power supply 12V 2 wire probe temperature range -55+120°C
 setting range -50+120°C  bulb ø 6x40 mm
 room temperature -5+55°C  

 PTC type probe (not included)  

 connections with screw terminal box  

 front dimensions 74x32x67 mm  

 mounting hole 71x29 mm  

    

ELIWELL  TM10D0000D300  ELIWELL  SN650150 ELIWELL  SN650170 ELIWELL  SN7S0A1500

<|

3394320
|>

THERM OM ETER EM 300LX  PT100/TC J/TCK
<|

3445109
|>

PR OBE TC J EC-SN D-2312 3000 m m

power supply 12Vac/dc 2 wires - temperature range -50+350°C
 thermostat setting range -200+1350°C  error limits ÿ0.75% below 0°C
 room temperature -5+55°C  30 seconds response time
 suitable for TELEVIS SYSTEM  bulb ø 6x100 mm
 alarm buzzer  vetrotex cable
 probe type PT100-TCJ-TCK (not included)  

 serial port TTL  

 connections by screw terminal block  

 front dimensions 74x32x30 mm  

 mounting hole 71x29mm  

    

ELIWELL  TM10Z00X0M300  ELIWELL  SN300000 ELIWELL  TCOT3M

<|

3445375
|>

THERM OSTAT ELIW ELL IDP lus 902
<|

3445015
|>

THERM OSTAT EW PC800/T PTC

230V 50/60Hz power supply 220V
 1 relay output 8A for compressor  ON-OFF control with one actuation point only
 1 selectable NTC/PTC/PT1000 probe (not included)  1 changeover relay outlet 8(3)A 250V
 1 programmable digital/temperature input  2 types of programmable temperature alarms
 TTL input for copy card connection  room temperature -5÷65°C
 front dimension 74x32xdepth 59 mm  probe type PTC (not included)
 mounting hole 71x29 mm  connections by screw terminal block
  front dimensions 72x72x98 mm

    

ELIWELL  EW11DI0XB4780 ELIWELL  IC11CI0MHD700 ELIWELL  IC11CI0XCD700  ELIWELL  T2B1CCC700

ELIWELL  IC11CI0XHD700 ELIWELL  IC11C00TCA700 ELIWELL  IC11C00TCD700  

ELIWELL  IC11C00TCF700 ELIWELL  IC11C00TCH700 ELIWELL  IC11C00THA700  

ELIWELL  IC11C00THD700 ELIWELL  IC11DI0XCD700 ELIWELL  IC11D00TCA700  

ELIWELL  IC11D00TCD700 ELIWELL  IC11D00THA700 ELIWELL  IC11D00THD700  

ELIWELL  IC16C00TCA700 ELIWELL  IC16C00TCD700 ELIWELL  IC16D00TCA700  

ELIWELL  IC16D00TCD700 ELIWELL  IC16D00THA700 ELIWELL  IC16D00THF700  

ELIWELL  IC17C00TCA700 ELIWELL  IDP11D0700000 ELIWELL  T1B1CCC300  

<T1

ELIWELL
T1>



Suitable for: Suitable for:

<|

3445019
|>

THERM OSTAT IC912 PT100
<| |>

power supply 24V
 thermostat setting range -150+650°C  

 control with 1 actuation point  

 1 changeover relay output 8(3)A 250V  

 serial port for data exchange  

 room temperature -5÷55°C  

 PT100 probe (not included)  

 connections by screw terminal block  

 front dimensions 74x32x59 mm  

 mounting hole 71x29mm  

 for Fryer (ZANUSSI) - Series HD900  

 for Pasta cooker (ZANUSSI) - Series N700  

 Series PR700  

    

ELIWELL  IC11J00THD500 ELIWELL  IC11P00THD500 ELIWELL  T1B1CPH500  

<|

3445326
|>

THERM OSTAT IC912 PT100
<|

3445117
|>

PR OBE PT100 VETROTEX 3000 m m

power supply 230V 3-wire probe temperature range 0+350°C
 thermostat setting range -150+650°C  bulb ø 6x100 mm
 ON-OFF control with one actuation point only  

 1 changeover relay output 8(3)A 250V  

 room temperature -5+55°C  

 probe type PT100 (not included)  

 connections by screw terminal block  

 front dimensions 76x35x65 mm  

 mounting hole 71x29 mm  

    

ELIWELL  IC11PI0XHD700 ELIWELL  IC11P00THD700  ELIWELL  SN200009

<|

3445327
|>

THERM OSTAT IC912/H PT100/TC J/TCK
<|

3445109
|>

PR OBE TC J EC-SN D-2312 3000 m m

power supply 12V 2 wires - temperature range -50+350°C
 thermostat setting range -150+1350°C  error limits ÿ0.75% below 0°C
 ON-OFF control with one actuation point only  30 seconds response time
 1 changeover relay output 8(3)A 250V  bulb ø 6x100 mm
 room temperature -5+55°C  vetrotex cable
 probe type PT100-TCJ-TCK (not included)  

 connections by screw terminal block  

 front dimensions 74x32x59 mm  

 mounting hole 71x29 mm  

    

ELIWELL  IC11JI0XHD300 ELIWELL  IC11J00THD300  ELIWELL  SN300000 ELIWELL  TCOT3M

<T1

ELIWELL
T1>



Suitable for: Suitable for:

<|

3445328
|>

THERM OSTAT IC912/H/P H PT100/TC J/TCK
<|

3445109
|>

PR OBE TC J EC-SN D-2312 3000 m m

power supply 250V 2 wires - temperature range -50+350°C
 thermostat setting range -150+1350°C  error limits ÿ0.75% below 0°C
 ON-OFF control with one actuation point only  30 seconds response time
 1 changeover relay output 8(3)A 250V  bulb ø 6x100 mm
 room temperature -5+55°C  vetrotex cable
 probe type PT100-TCJ-TCK (not included)  

 connections by screw terminal block  

 front dimensions 74x32x59 mm  

 mounting hole 71x29 mm  

    

ELIWELL  IC11J00THD706  ELIWELL  SN300000 ELIWELL  TCOT3M

<|

3445399
|>

THERM OSTAT ID PLUS 902 N TC 12Vac-dc
<|

3446209
|>

TIM ER  EW TS950 LX 12Vac

ON-OFF control with 1 point of intervention 1 exchange relay outlet  8(3)A 250V
 1 relay output 8A for compressor  room temperature  0÷55°C
 1 probe NTC/PTC/PT1000 selection.(not included)  power supply 12Vca/dc
 1 digital inlet/adjustable temperature  connections by screwed terminal block
 TTL inlet for connection to copy card  size 74x32x60 mm
 front dimension 74x32x depth 59 mm  mounting hole  71x29 mm
 mounting hole 71x29 mm  for Bratt pan electric (ZANUSSI) BR80E - BR80EZ
  for Bratt pan gas (ZANUSSI) BR80G - BR80GZ
  for Pasta cooker gas (ZANUSSI) CRN/15G - CRN/15GA
  CRN/15G2 - CRN/30G - CRN/30GA - CRN/30G2

    

ELIWELL  IC11CI0XCD300 ELIWELL  IC11CI0XHD300 ELIWELL  IC11CI0XHD700  ELIWELL  ET010I0XTT301

ELIWELL  IC11C00TCA300 ELIWELL  IC11C00TCD300 ELIWELL  IC11C00TCF300  

ELIWELL  IC11C00TCH300 ELIWELL  IC11C00TCL300 ELIWELL  IC11C00THA300  

ELIWELL  IC11C00THD300 ELIWELL  IC11C00THF300 ELIWELL  IC11DI0XCD300  

ELIWELL  IC11D00TCA300 ELIWELL  IC11D00TCD300 ELIWELL  IC11D00TCH300  

ELIWELL  IC16C00TCA300 ELIWELL  IC16C00TCD300 ELIWELL  IC16D00TCA300  

ELIWELL  IC16D00TCD300 ELIWELL  IC17C00TCA300 ELIWELL  IDP11D0300000  

ELIWELL  T1B1CCH300  

<T2

Probes
T2>

<|

3445117
|>

PR OBE PT100 VETROTEX 3000 m m
<|

3445109
|>

PR OBE TC J EC-SN D-2312 3000 m m

3-wire probe temperature range 0+350°C 2 wires - temperature range -50+350°C
 bulb ø 6x100 mm  error limits ÿ0.75% below 0°C
  30 seconds response time
  bulb ø 6x100 mm
  vetrotex cable

    

ELIWELL  SN200009  ELIWELL  SN300000 ELIWELL  TCOT3M

<T1

ELIWELL
T1>



Suitable for: Suitable for:

<|

3445070
|>

PTC PVC PR OBE 1500 m m
<|

3445107
|>

PTC PVC PR OBE 3000 m m

2-wire probe temperature range -30+80°C 2-wire probe temperature range -30+80°C
 bulb ø 6x40 mm  bulb ø 6x40 mm

    

ELIWELL  SN7P0A1500  ELIWELL  SN7P0A3000

<|

3397164
|>

SIL ICONE PTC PR OBE 1500 m m
<|

3445183
|>

SIL ICONE PTC PR OBE 3000 m m

2 wire probe temperature range -55+120°C 2-wire probe temperature range -55+150°C
 bulb ø 6x40 mm  bulb ø 6x40 mm

    

ELIWELL  SN650150 ELIWELL  SN650170 ELIWELL  SN7S0A1500  ELIWELL  SN7S0A3000

<|

3397093
|>

THERM OCOU PLE PR OBE TC J
<|

3397140
|>

THERM OCOU PLE TEM PER.PROB E TCK

2 wires - temperature 0-250°C 2 wires - temperature -40+1150°C
 probe length 100 mm - ø probe 6 mm  bulb ø 6x140 mm - cable length 3000 mm
 cable length 950 mm  

    

ELIWELL  SN300017  ELIWELL  SN400011

<T2

Relays
T2>

<|

3351154
|>

BASE OC TAL ES8 10A 400V
<| |>

8 poles

    

ELIWELL  CN111114  

<T1

ELIWELL
T1>



Suitable for: Suitable for:

<T2

Transformers
T2>

<|

3445110
|>

TRAN SFOR M ER 230V/12V 3VA
<|

3445111
|>

TRAN SFOR M ER 24V/12V 3VA

primary tension 230Vca 50/60Hz primary tension 24Vca 50/60Hz
 secondary tension 12Vca 3VA  secondary tension 12Vca 3VA
 room temperature 0+60°C  room temperature 0÷60°C
 screw terminal block  screw terminal block
 IMQ approved  IMQ approved

    

ELIWELL  EWTCM3 ELIWELL  TF111173  ELIWELL  EWTCM3 ELIWELL  TF111115

<T1

ELIWELL
T1>
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