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Warewashing equipment



Suitable for: Suitable for:

<T2

Water purification filters
T2>

<|3600107 |> CAR TRID GE F ILTER EVER PU RE 4CB5 <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO
it considerably reduces chlorine, with mounting bracket

 it reduces water tastes and odours  without closing tap
 it keeps impurities until 5 micron  
 suitable for cold water 2-38°C  
 ø 79 mm - total height 375 mm  
 operating range 22710 L  
 operating pressure 0.7-8.5 bar  
 flow rate 6.3 L/min  

    

EVERPURE  EV961716 EVERPURE  9617-16  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12

<|3600108 |> CAR TRID GE F ILTER EVER PU RE 4CB5-S <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO
it considerably reduces chlorine and limestone with mounting bracket

 it reduces water tastes and odours  without closing tap
 it keeps impurities until 5 micron  
 suitable for cold water 2-38°C  
 ø 79 mm - total height 375 mm  
 operating range 22710 L  
 operating pressure 0.7-8.5 bar  
 flow rate 6.3 L/min  

    

EVERPURE  EV961726 EVERPURE  9617-26  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12
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EVERPURE
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Suitable for: Suitable for:
<|3600112 |> CAR TRID GE F ILTER EVER PU RE 4K PLU S <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO

it considerably reduces chlorine and limestone with mounting bracket
 it reduces water tastes and odours  without closing tap
 it keeps impurities until 0,5 micron  
 suitable for cold water 2-38°C  
 ø 79 mm - total height 375 mm  
 operating range 11300 L  
 operating pressure 0.7-8.5 bar  
 flow rate 1.9 L/min  

    

EVERPURE  EV961276 EVERPURE  9612-76  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12

<|3600103 |> EVER PU R E FILTER  CAR TRID GE M H  2 <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO
provides effective reduction of chlorine, with mounting bracket

 reduction of bad tastes and smells in the water  without closing tap
 it retains impurities up to 0.5 Micron  
 suitable for cold  water 2-38°C  
 ø diameter 79 mm - total height 530 mm  
 operating range 34000 l  
 working pressure 0.7-8.5 bar  
 flow rate 6.3 l/min  

    

EVERPURE  EV961326 EVERPURE  9613-06 EVERPURE  9613-26  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12
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Suitable for: Suitable for:
<|3600106 |> EVER PU R E FILTER  ELEM EN T  M C2 <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO

provides effective reduction of chlorine, with mounting bracket
 reduction of water tastes and smell  without closing tap
 keeps impurities until 0.5 Mikron  
 suitable for cold water 2-38°C  
 diameter 79 mm - total height 525 mm  
 operating range 34000 l  
 working pressure 0.7-8.5 bar  
 flow rate 6.3 l/min  

    

EVERPURE  EV9612-55 EVERPURE  EV961255 EVERPURE  9612-05  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12

<|3600001 |> EVER PU R E FILTER  ELEM EN T 4C <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO
provides effective reduction of chlorine, with mounting bracket

 reduction of water tastes and smells  without closing tap
 keeps impurities until 0.5 Mikron  
 suitable for cold  water 2-38°C  
 diameter 79 mm - total height 375 mm  
 operating range 11300 l  
 working pressure 0.7-8.5 bar  
 flow rate 1.9 l/min  

    

EVERPURE  EV960100 EVERPURE  9601-00  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12
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EVERPURE
T1>



Suitable for: Suitable for:
<|3600034 |> EVER PU R E FILTER  ELEM EN T 4DC <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO

provides effective reduction of bacteria, with mounting bracket
 reduction of water tastes and smells  without closing tap
 keeps impurities until 0.5 Mikron  
 suitable for cold  water 2-38°C  
 diameter 79 mm - total height 375 mm  
 operating range 5677 l  
 working pressure 0.7-8.6 bar  
 flow rate 1.9 l/min  

    

EVERPURE  EV960146 EVERPURE  9601-46  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12

<|3600102 |> EVER PU R E FILTER  ELEM EN T 4H <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO
provides effective reduction of chlorine, with mounting bracket

 reduction of water tastes and smells  without closing tap
 keeps impurities until 0.5 Mikron  
 suitable for cold  water 2-38°C  
 diameter 79 mm - total height 375 mm  
 operating range 5600 l  
 working pressure 0.7-8.5 bar  
 flow rate 1.9 l/min  

    

EVERPURE  EV961100 EVERPURE  9611-00  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12
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EVERPURE
T1>



Suitable for: Suitable for:
<|3600111 |> F ILTER  C ARTR IDG E EVER PU RE 2K PLU S <|3600104 |> QU ICK  CON NECTION HEAD QL2-HO

provides effective reduction of chlorine and limes with mounting bracket
 reduction of water tastes and smell  without closing tap
 keeps impurities until 0.5 Mikron  
 suitable for cold water 2-38°C  
 diameter 79 mm - total height 260 mm  
 operating range 5678 L  
 working pressure 0.7-8.5 bar  
 flowrate 1.9 L/min  

    

EVERPURE  9612-66  EVERPURE  4252-18

<|3600002 |> QU ICK  CON NECTION HEAD QL3 <|3600035 |> QU ICK  CON NECTION HEAD QL3B
with mounting bracket with mounting bracket

    

EVERPURE  4312-12 EVERPURE  4313-12  EVERPURE  4312-13 EVERPURE  4313-12

<|3600104 |> QU ICK  CON NECTION HEAD QL2-HO <|3600002 |> QU ICK  CON NECTION HEAD QL3
with mounting bracket with mounting bracket

 without closing tap  

    

EVERPURE  4252-18  EVERPURE  4312-12 EVERPURE  4313-12

<|3600035 |> QU ICK  CON NECTION HEAD QL3B <| |>

with mounting bracket

    

EVERPURE  4312-13 EVERPURE  4313-12  
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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